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. ABSTRACT

This paper presents a new kind of acoustic features
for HMM speech recognition. These features try to
capture phone-specific segmentation information us-
ing multiple temporal resolutions. Experiments show
that word accuracy is improved by 7% when combin-
ing these features with traditional mel—cepstral co-
efficients in a speaker-independent word recogniser.
This improvement is mostly due to a reduced number
of segmentation errors.

1. INTRODUCTION

How to extract reliable acoustic features from speech
signals is one of the most important issues in prepro-
cessing for speech recognition. Most of today’s sys-
tems use some variant of LPC-based cepstral coeffi-
cients, thus assuming quasistationarity of the speech
signal for the duration covered by a single feature
vector.

Temporal changes in the spectra of speech sig-
nals are believed to play an important role in hu-
man perception. One way to capture this informa-
tion is to use delta coefficients or differenced coeffi-
cients that measure the change in coefficients over
time [1, 2]. Performance improvements have also
been achieved by adding second differential coeffi-
cients [3]. Using multiple sets of delta coefficients
obtained with different time delays led to further im-
provements [4]. Another way to incorporate tempo-
ral changes of speech spectra is the use of acoustic
subword units as suggested in [5].

Temporal information is particularly suited for
HMMs, since HMMs assume each frame to be in-
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dependent of the previous frames, and dynamic fea-
tures compensate for this assumption to some extent.
However, the increased dimensionality may prevent a
reduction of the recognition error rate, so additional
should be robustly trainable. This does not neces-
sarily apply for higher~order differential coefficients,
as the results in [4] indicate.

Acoustic segmentation often provides valuable
clues to improve recognition of diphtongs, nasals and
stops. However, such information has proven diffi-
cult to integrate into the HMM framework since seg-
mentation and classification are simultaneously op-
timized during maximum likelihood decoding. At-
tempts to separate these two steps usually result in
degraded performance.

In the remainder of this paper, we present seg-
mental coefficients, a new type of feature which ef-
fectively measures structural properties of speech.
Experiments show that a 7% relative increase in
recognition accuracy can be achieved for speaker—
independent word recognition by combining mel-
cepstral and segmental coefficients.

2. RELATED WORK

Explicit segmentation information has been used pre-
viously in HMM speech recognition [6, 7] to improve
phone recognition by modifying inter-model transi-
tion probabilities or to segment the speech signal be-
fore using HMMs to determine the most likely phone
sequence [8]. However, these approaches depend crit-
ically on the segmentation accuracy, since segmenta-
tion errors cannot be recovered later on. The ap-
proach described in this paper differs from previous
approaches in four ways:

1. Segmental structure is considered an intrinsic
feature of phones that is best modelled at the
frame level.
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2. Segmental structure is analysed using multiple
temporal resolutions.

3. Standard training algorithms such as Viterbi or
forward-backward training, can be used. Man-
ual adjustment of weights is not necessary.

4. Segmentation information is used to improve
word recognition instead of phone recognition.

3. SEGMENTAL COEFFICIENTS

Instead of separating segmentation and classifica-
tion, we try to utilize the segmentation information
in the acoustic signal on the frame level in the form
of additional coefficients during training as well as
during the Viterbi alignment. This is different from
previous approaches where segmentation information
was only used during recognition and segmentation
parameters had to be chosen manually.

To use segmentation information on the frame
level, it has to be represented by a change function.
Several such functions based on different multidi-
mensional representations of the speech signal have
been proposed to measure spectral variation. The
one used here has also been successfully used for
multilevel phone segmentation of speech in [9] when
placing segment boundaries at local maxima of the
change function.

We define the segmental coefficient s:(o) at
frame t as follows:

N/2
df(a) = Zcf+rg;+r(a)+cf—rg;—r(a) (1)

T=1

(2)

St(d) =

where cf is the k—th cepstral coefficient at frame ¢
and P is the number of cepstral coefficients. The
change function is smoothed by convolving it us-
ing the first derivative of a Gaussian filter of size
N. Temporal resolution is controlled by . Basi-
cally, this function compares cepstral vectors sepa-
rated by 20. Typical values for o range between
2.0 ms and 20.0 ms. These values do not necessar-
ily result in an optimal segmentation of the speech
signal into phones as can be seen from Figure 1. In-
stead, they are selected to optimize recognition per-
formance. Figure 1 shows a plot of five segmental
coefficients at the top together with 12 mel-cepstral
coefficients and log energy at the bottom. Vertical
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lines indicate phone boundaries generated by forced
viterbi alignment.

Formant transitions as well as onsets and offsets
will result in large values of ¢;(o) since the distri-
bution of spectral energy changes. Using a range of
different values for o allows capturing changes which
occur on different time-scales, i. e. fast transitions
like releases of stops as well as slow transitions be-
tween vowels and semivowels. To allow each time—
scale to contribute equally to the output probabil-
ity, each dimension was normalised to zero mean and
unit variance.

4. EXPERIMENTS

To assess the potential of segmental coefficients
for speech recognition, a speaker—independent word
recogniser was built using a commercially available
HMM toolkit [3].

All experiments were carried out using 55
continuous, single-mixture, single-stream, context-
independent HMMs each with three emitting states.
Speech signals are blocked into 30 ms frames. Each
frame is coded using 12 mel—cepstral coefficients,
normalised log energy and optionally, the first dif-
ferentials of these parameters. Training and testing
utterances were taken from the Verbmobil corpus,
a large collection of human-to-human spontaneous
german dialogues. We use 643 utterances (75 min-
utes) for training and 109 utterances (9 minutes) for
testing. The training utterances were spoken by 35
speakers (31m/4f). The test utterances were spoken
by six different speakers (5m/1f). A bigram language
model with a testset perplexity of 90 was used in all
experiments.

All HMMs are initialised on phone labels gener-
ated by forced alignment using multiple pronouncia-
tions per word. Four iterations of forward-backward
training are then used to train the models.

First, two reference systems were built using stan-
dard mel-cepstral coefficients (R1) and additionally
delta cepstral coefficients (R2). The results obtained
with these systems are given in Table 1.

System | # Coeffs | Acc | Ins | Del | Sub
R1 13 31.0 118319 353
R2 26 406 | 5.6 | 18.9 | 34.9
S1 16 38.8 {25} 235 | 35.2
52 27 43.5 144 | 18.8 | 33.3

Table 1: Recognition results
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Figure 1: Coefficients and phone boundaries for the sentence N0O01K000

Next, segmental coefficients were used together
with mel-cepstral coeflicients (S1). As can be seen
from Figure 2 recognition accuracy increases with
the number of segmental coefficients used. This
shows that no single temporal resolution contains all
the necessary information. When temproal resolu-
tion gets too coarse, performance drops again since
phone-specific information starts to get distributed
to the neighboring phones. Note that the maximum
accuracy achieved for system S1 is only 4.5% be-
low the reference system R2 using differential coeffi-
cients. This shows that three segmental coeflicients
capture almost 95% of the information contained in
13 differential coefficients. Thus, segmental coeffi-
cients can be more reliably estimated given sparse
training data.

Finally, segmental coefficients were combined
with mel-cepstral and differential coefficients yield-
ing 27-dimensional feature vectors. This system (52)
outperforms R2 by 7.1% at the cost of one additional
coefficient.

5. CONCLUSIONS

It was shown that incorporating segmental properties
of speech cepstra significantly increases word recog-
nition accuracy of speaker-independent HMM word
recognisers. The sum of insertion and deletion er-
rors drops from 24.5% to 23.2% which shows that
less segmentation errors are made. The 1.6% re-
duction of substitution errors shows that segmental
coefficients also contribute to the discrimination of
otherwise confusable sounds. The results also indi-
cate that delta cepstral coefficients do not capture
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Figure 2: Word Accuracy for system S1

all relevant transitional properties of phones.

Currently, experiments are conducted on a larger
corpus to investigate the application of segmental co-
efficients in a multiple-mixture context—dependent
HMM recogniser.
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