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Abstract

An alternate approach to speech synthesis based on
numerical solution of Navier-Stokes (NS) and Reynolds-
Averaged-Navier-Stokes (RANS) equations is described.
Unlike the traditional methods based on linear acoustic
theory, the NS and RANS formulations are not limited
by the assumptions of linearity, negligible viscous effects,
and plane wave propagation. In the present formulation,
the Navier-Stokes equations are discretized and solved us-
ing a finite difference method. Initial applications involve
2-D simulations of flow through ideal channels (straight or
curved tubes). In another application, the formulation is
applied to the geometry of the three cardinal vowels. Syn-
thetic speech sounds of encouraging quality are obtained
for the three vowels.

1 Introduction

Traditional methods for speech synthesis and gen-
eration have been based on solutions of a form of the
wave equation called the Webster equation. While
such approaches (see [4], [1], [2]) have achieved a re-
markable level of success, there are still noticeable
limitations in the speech produced by these fech-
niques. These limitations must, in part, be attributed
to the assumptions of linearity, negligible viscous ef-
fects and plane wave propagation made in deriv-
ing and applying the Webster equation. It is likely
that these assumptions have neglected features of the
flow field, and their corresponding influence on the
speech signal that are important in synthesizing nat-
ural sounding speech.

In this paper, an alternate approach is described.
It is based on numerical solution of the Navier-Stokes
(NS) equations for laminar flows and the Reynolds-
Averaged-Navier-Stokes (RANS) equations for turbu-
lent flows. This approach attemps to couple physi-
cally realistic expressions of the phenomena involved
(e.g. the Navier-Stokes equations) with realistic de-
scriptions of the vocal tract geometry to provide
a “first principles” solution to the speech synthe-
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sis problem. This approach is particularly attrac-
tive since it does not make the assumptions of lin-
éar acoustic theory. Some previous efforts in this di-
rection include [3] and [5] but were limited by the
extreme computational requirement for solving the
time-dependent Navier-Stokes equations for realistic
geometric configurations.

The expected results are high quality synthesis and
a new parameterization of speech for applications
in automatic recognition and low bit-rate coding re-
sulting from a parsimonious modeling of articulatory
shapes and dynamics. To reach this goal, we are
aware that critical geometric features such as the cur-
vature of the vocal tract or the local (and one-sided)
effect of the different articulators clearly have sig-
nificant impact on the flow structure in the human
vocal tract. However, as a preliminary stage and to
gain further insight into the use of Navier-Stokes tech-
niques for such an application, the fluid flow simula-
tions are performed in idealized channels and stylized
shapes that represent gross features of the vocal tract
for vowels.

The paper is organized as follows: section 2 is
devoted to the governing equations and to the flow
solver description. Section 3 gives some numerical re-
sults on straight tubes, curved tubes and finally on
stylized vocal tract shapes. Section 4 proposes some
conclusions.

2 Governing equations and
flow solver description

The proposed model is based on the fundamental
Navier-Stokes (NS) equations which provide a real-
istic description of fluid motion. The first equation
describes the conservation of mass principle. This
principle merely states that the mass of a system of
fixed identity is constant. The second equation, the
momentum conservation equation, is based on New-
ton’s second law which states that.the vector sum of
all external forces acting on a fluid mass equals the
time rate of change of the linear momentum vector of
the fluid mass.

The work described in this paper is based on a
particular form of the Navier-Stokes (NS) equations
called the Reynolds-Averaged-Navier-Stokes (RANS)
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equations which are given by:
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where p, u;, p, 4 and (u,'u,]) respectively correspond
to density, mean velocity components, mean pres-
sure, viscosity and Reynolds stresses. The Reynolds
stresses which account for the effects of the turbulence
on the mean flow, result from the time-averaging pro-
cess which is carried out to render the NS equations
computationally tractable.
" The solver used to resolve numerically the RANS
equations is NFC2D/3D (Natural and Forced Con-
vection in 2 Dimensions and 3 Dimensions). It is
based on finite difference discretization and utilizes a
generalized multiblock approach for subdividing the
flow domain. The multiblock capability accomodates
both continuocus and discontinuous grid connections
at block interfaces to provide a high degree of flexi-
bility in modelling complex domains. This solver can
handle steady and time-dependent solutions for both
incompressible and slightly compressible flows. The
slightly compressible formulation is intended for use
in flows where the Mach number! is between 0.001
and 0.1 (which correspond to typical values in the
human vocal tract). For turbulent flows, a variety
of different eddy viscosity-based turbulence models
(including algebraic, one-equation and two equation
models) are included.

To confirm the results obtained with NFC2D/3D,
an ancillary solver, Fluent, has also been used. This
solver uses a control-volume based method to resolve
the NS equations.

3 Numerical simulations

,3.1 Fundamental characterizations

Although our objective is to synthesize speech using
an NS approach, it is necessary to investigate some
key computatlona.l issues using extremely simple ge-
ometries. These issues include:

o the applicability of the slightly compressible
RANS formulation to very low Mach number
flows (typical values in the vocal tract are in the
range {0.1,0.001]);

o the variability of computa.twnal grid spacings
and time steps to adequately resolve relevant fea-
tures of both the flow field and the acoustic field;

o the comparison between linear acoustic results
and fluid flow simulation results to evaluate the
numerical accuracy of the computational algo-
rithms being used.

'M = % where ¢ is the speed of sound
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Initial studies involve simulations of 2D flows in a
straight circular tube with rigid walls and dimensions
representative of those in the vocal tract of an adult
male (17 e¢m long with a radius of 1.25 em). The
inflow is represented by a step function in axial ve-
locity at the inlet and a constant zero pressure at the

_ outlet (i.e free space condition). Furthermore, a zero

velocity at walls is assumed (see Figure 1).

Zero velocity at walls Cp=0
INLET =X
VELOCITY =% OUTLET
Zero velocity at walls

Figure 1: Boundary conditions.

3.1.1 Slightly compressible RANS formula-
tion

To demonstrate the applicability of the slightly com-
pressible RANS formulation to speech synthesis, com-
putations using fully compressible form of NS equa-
tions are performed at Mach numbers ranging from
0.001 to 0.5. For very low Mach numbers, the com-
pressibility effects are negligible. For Mach num-
bers greater than approximately 0.2 (well beyond the
range of Mach number typically seen in speech), com-
pressibility effects become more important as seen
in the Mach=0.5 result (see Figure 2). The solu-
tions obtained were numerically stable (i.e no spu-
rious oscillations). This is a significant result since
there were initial concerns relative to stability of the
slightly compressible RANS formulation at very low
Mach numbers.
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Figure 2: Effect of medium compressibiblity as a func-
tion of the Mach number.
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3.1.2 Grid and time step

In all of the initial calculations, the time step is set
using an inviscid CFL? condition. A computational
study is performed to investigate the sensitivity of
the solutions to the time step. - Figure 3 shows the
results for a parametric set of simulations in which
the time step and axial grid spacing (maintaining a
CFL number of 1) are sequentially halved. As seen
in this figure, a time step independent solution is
never obtained.. In these simulations, a first order
discretization in time is used. Since these results in-
dicate that extremely small time steps are required
to achieve time step independent solutions, a supple-
mental parametric study is conducted using a secon
order accurate time integration scheme.

For solutions of second order scheme, a measure
of first order damping is added to control dispersion
error present in true second order scheme. The second
order time integration scheme with a damping factor
of 0.4 (values of 0.5 and 0 respectively correspond
to a true second order scheme and a true first order
scheme) shows a better accuracy than the first order
scheme for the same number of grid nodes.

Figure 3: First order time step independence study
of the effect of grid size in the azial direction on the
inlet pressure wave form.

3.1.3 Accuracy of the solutions

To obtain preliminary feedback on the general level of
accuracy being provided by the flow-based solutions,
a long run time simulation using the second order
scheme (with low first order damping) is performed
on a straight channel. For such a channel (17 ¢m long
with a radius of 1.25 ¢m), the linear acoustic theory
(in loss-less conditions) predicts the first resonances

2CFL = -CAA—"';, where At is the time step, Az is the axial

grid spacing, and c is the speed of sound
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to be located at 500,1500,2500,3500,4500 Hz. Fig-
ure 4 displays the outlet pressure spectrum obtained
using an NS approach and shows the good agreement
between the flow-based solutions and the predicted
resonances.
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Figure 4: Qutlet pressure obtained from NS equations
simulation (top) and its corresponding spectrum (bot-
toin).

As a matter of fact, in this case, the non-linear
terms of the NS equations remain very small and the
viscous terms are important only in the boundary
layer which has a negligible effect on acoustic per-
formance.

3.2 Curved channels

Various articulatory models represent the vocal tract
as a straight tube discretized in successive sections of
varying dimensions. However, the human vocal tract
is a curved rather than a straight tube. The pur-
pose of the following experiments is to assess, in a
preliminary way, the difference between straight and
curved channels. The effects of streamline curvature
on acoustic performance are investigated computa-
tionally.

The flows through three curved channels with dif-
ferent benq radii, referred to as mild, moderate and
sharp (see Figure 5), are computed in response to a
step change in inlet velocity using NFC2D/3D. Each
of the grids in this investigation consists of 16000 (200

‘axial x 80 transverse) grid points.

‘Mild Cwavature Tube Moderate Curvature Tube Sharp Curvature Tube
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Figure 5: Curved channels with equal midline length
with relative bend radius of: (a) 2.54, “mild”; (b} 1.27,
“moderate”; (c) 0.63, “sharp”

For each curved channel, an “equivalent” straight
tube geometry is also generated. The grid spacing
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for each straight channel is generated by averaging
the grid spacing on the Extrados and Intrados of the
corresponding curved channel. This is done to elim-
inate the effects of non-uniform grid spacing in the
comparison of curved channel versus straight channel
results. Figure 6 illustrates the curvature effect. One
can see that significant formant shifts occur above §
kHz.
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Figure 6: (a) Pressure wave for the straight channels
and the three curved ones; (bottom) enlarged section
of the top panel; (b) FFT spectrum (top) low frequen-
cies; (bottom) high frequencies

3.3 Stylized vocal tract shapes

Additional simulations are performed on stylized but
more realistic vocal tract shapes. In particular, simu-
lations are run on the geometries of the three cardinal
vowels (/a/, /i/ and /u/). These geometries are ob-
tained from a model of the vocal tract for articulatory
synthesis ([2]). Figure 7 displays the geometry used
for the vowel /a/ and the corresponding non-uniform
physical grid used for the discretization of the NS
equations. :

TeaE
Fic.~l 1%

Figure 7: Vocal tract configuration for the vowel /a/

and the corresponding grid of 140220 nodes.

For these cases, periodic inflow boundary condi-
tions are used (a train of short impulses representing
an approximation of the glottal flow). It is important
to note that the inlet section has a cross-sectional
area of 0.2 ¢m?, approximating the maximum glot-
tal opening during phonation. PFigure 8 displays the
spectrum of the synthetic signal obtained with a lin-
ear acoustic synthesizer ([2]). and the spectrum of the
outlet pressure obtained using an NS approach. One
can see the excellent agreement between the two spec-
tra. For the three cardinal vowels, sustained synthetic
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sounds of very encouraging quality are obtained and
demonstrate the feasibility of such an approach for
speech synthesis.
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Figure 8: Outlet pressure spectrum from NS (a); and
from linear acoustic (b);

4 Conclusions

In this paper, a new approach for speech synthesis
is introduced. It is based on numerical solution of
the Navier-Stokes equations. With simple geometries
such as straight tubes, the agreement with the lin-
ear theory is excellent. This was an expected results
as, for such configurations, the non-linear terms of
the NS equations remain very small. The curvature
effect has also been investigated and significant for-
mant shifts are observed above § kHz. Finally, three
vowels of encouraging quality have been synthesized
using an NS approach.

Future work will be devoted to the study on mid-
sagittal articulatory representation of vowels and on
fricative production. Other topics such as the study
of the non-linear flow at glottis or the study of the
impedance boudary condition at outlet are also in-
cluded in our future directions.
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