10.21437/ICSLP.1996-47

4™ International Conference on Spoken
ISCA Archive Language Processing (ICSLP 96)

) . . Philadelphia, PA, USA
http: .isca-speech.org/archive P
pi/fwww.isca-sp gfarchiv October 3-6, 1996

ADAPTING ATTS SYSTEM TO A READING MACHINE FOR THE BLIND

Thomas Portele
Juargen Kramer

Institut fir Kommunikationsforschung und Phonetik
Universitat Bonn
email: tpo@ikp.uni-bonn.de

ABSTRACT

Synthesis systems that convert orthographic text into speech usually ;
make assumptions about the input that are no longer valid when usedgy58095011 bis
in combination with a scanner and OCR software.This paper describes E0568095121 fiir Titel 51310

our experience of adaptiraur TTSsystem for use use in such a  Pos. 4 Institut fiir Kom nikationsforschun Q

r ing machine. und' Poppelsdorfer A ee a7

eading machine Abrechnungsmpna_t:OlIQS bi5 _
As synthesis systems move from the laboratory to applications, some 12/95 Kommunikationsforschung und Phonetik

. . . L Abrechnungsdatum:29,04.96
surprises may be in store. This paper is intended to share OUr Liir & Zeitraum von Ol/95 bis 12/95 wuren Ihnen

experiences with other developers in order to prevent them from dje nachstehend

repeating our mistakes. auf9efuhrten privaten Telefonre hnungen
ubersandt, 8is zum
1. MOTIVATION 29.04.9b sind hierzu fognde Zahlungen

eingegangen. Rechnungs-Nr
. . . . vom Rechnungsbetrag t DM) einezahlter Betra
Speech synthesis systehas/e reached a certain level of quality; their ¢ pm) Eosgoggon a ) Q
intelligibility is close to human voices but synthesized utterances lack 10.fl2.95 13.57 13.57 E0568095021 1.5.03.95

the liveliness found in naturapeech. However, for some applications ~ 13-57 i3.57 ED568095031
11.04.95 2.76 0.00 E0568095fl41 10.05.95 1.38

intelligibility is the crucial factor. One of thearliestand most 0.00 E58095051
important applications of speech synthesis systems is in a reading03.07.95 1.84 0.00 E0568095061 1807.5 1.84
machine for blind people (Kurzweil, 1976; Fellbaum, 1996). 0.00 EO5b8095f171

22.08.95 3.22 E0568095fl81 12.09.95 0.9 O.0OD
Such a machine usually consists of a scanner, text recognition E0568095091 18.10.95
software, and a speech synthesizer. The piece of paper to be read i%b%lgéﬁfsﬁofggls 1162-3}11-95 3.68 D.00OE
scanned, t_ransformed into text, and the text |§ synthesmed. One majory py EOSbBO§5i21 1601.96 1.bl 0,00
problem is caused by the speech synthesis being at the end of asomit steht z.zt, noch ein etrag von 20.93DM

sequence of processes and, therefore, it must be able to deal withoffen.Sie werden ‘
erroneous input gebeten,diesen Btra innerhalb von 7 Ta en bei
' der Univrsitatskasse

Other demands by blindsers includemoving throughthe text, einzuzahlen.Bei mberwelsungen unbedint ie
. . : - Rechnungsnummer(n) angeben.
changing global prosodiparameters, spellingut words, reading
punctuation marks, and changing lexica and abbreviation lists. Figure 1: Typical input for the synthesis system generated by the

OCR software. The original was a telephone bill.
2. DEALING WITH OBSCURE INPUT

The combination of a scanner a@€R software might sometimes shorter sentences. The basic assumption is that in tasss an

lead to obscurinput for the synthesis system, this is especially th@roneous input will not be made worse by such a treatment.

case when scannirfgxes. Inour experience nearly everything is ) o ] )

possible. Figure 1 shows some typical input; the original was e phonemlc tran'scrlptlon.and the synthesis algorithms must also
telephone bill. deal with such an input. This can éene by default phonemes for

each grapheme. In coneahtive systems, the unit selection algorithm
Speech synthesis systemstoe other hand, are usually developed innyst be able to synthesize every phoneme combination regardless of
a laboratory under the assumtion of optimal input. This not On%guistic limitations (Portele et al., 1994a).
excludes misrecognized charactelsut also typing errors,

grammatically malformed sentences etc. Thus, the system might Agttest the system we used infiléts with randomly generated ASCII
be robust enough for real-world applications. characters. First, the system was evaluated automatically to check its

robustness; after successfully passing this test it was checked by
Our system (Portele et al., 1994) crashed when it encountered woggigning to its output in order to verify that every readable input was
that were200 characterdong andsentences with more than 300 synthesized appropriately. This test was very extensive and revealed
words. In order to avoid suaffects, exceptionalljong words are 5 |ot of built-in hidden assumptions about the input that had to be
split into shorter words, and etionally long sentences are split intogliminated in order to guarantee the system’s robustness.



3. PROSODIC PARAMETERS usually better recognized by automatic speech recognition systems,
human listeners have more difficulties.
Most blind users want to change global prosodic parameters according . . . . L
to their needs. While some users browse through the text using a ng) ur system an utterance is synthesized whilsathito device is

high speakingate, others want to listen carefully to the synthetitl,D ying the aUd'd”e_ from the previous utteranc_e. The durational
speech at aather slow speakingate. The system musprovide structure of the previous utterance must be retained in order to allow

speaking rates ranging from less than half the standard rate to at I%_I%]gtdgterl_mlne;tlonhof thedw;)rd Jl_JSt plax(/jeollbthuld a ke_y bepressed.
three times the normal rate (measured in syllables/second). Is implies that theound duration moduleas information of the

position of the word boundaries in the utterance.

These changes must netsult in unintellegible speech. Nonlinear . .

modificationsare necessary: steady statesdranged by a larger AS soon as an ap_pr_opr_|ate keys_troke IS encg_untered_, the current
gosmon in the audidile is determined; from thismformation the

extent than transitions in order to guarantee intellegibility for fa ¢ di ted using the inf tion f doand
speech. Plosivbursts must be preserved. Therefore the dynamic argalrre;p word IIS computed using the information from n
static parts of each synthesis unit must be indicated. uration modute.
We use a parameter “dynamics” that is computed by comparin T&;O otr;]eratlogs lcangwtk;ﬁpei_rform?(tdr:] trll(e sytntrlless ?:1 the V‘lllqrd f
frame (which in voiced segments is one pitch period, and in unvoicg%f ore the word piayed at the time of Ine keystroke, or tne spefiing o

segments is 15 ms) with adjacent frames. The euclidean distal %word.The synthesis_of single word_s from a given utterance is done
between two mel-cepstrum representations serves as a param¥ig) @ reduced speakingte. There is theroblem of whether to
value; it is transformed to fifito the range between 0 (maximum choose the imnation as if the word is still embedded in an utterance,

change) and 2 (no difference kwth neighbours). This value is or with a continuationrise, or with a final fallFor simplicity we
multiplied with the original timing factor generated by the system’ ynthesize single wqrds as one-word utterances but this choice is not
prosody control for each frame. ased on any empirical data.

Global parameters of the intonation contour must be adapted to ngle only the_phonetlc desgtlpn_ls needed for the_repetltlon of one
gf the spelling of a word implies knowledge of its orthography. In

speaking rate. For faster speaking rates the F range must be decre &
inpordergto to avoid too r:pid ch%nges& ¢ or(%er to avoid reprocessing, the orthographic gofebnemic

description of allprevious words must be kept (especially if the
Additionally, German health insurance companies demand the abiligypetition of whole sentences and paragraphs is required). Although
to change the “liveliness” of the synthetic speech. In our system thigis is manageable with a certain overhead, the system will be tied to
is achieved solely by changing thg F range. Using a superpositionak particular application. In our latest version we decided to leave all
F, control might lead to some difficulties because several parameteétig handling to the user interface in order to maintain portability and
have to be adjusted (e.g. in M6bius’ (M6bius, 1995) interpretation ffterface simplicity (Table 1). Imur experience, the benefits of
Fujisaki's model (Fujisaki,1988) phrase amplitude andccent avoiding repeated computation do not outweigh the problem of
amplitude have to be changed); although if the parameters are changegeased storage overhead. If, however, the symbolic analysis takes
in a consistent way the resulting speech quality might be superiorddarge part of the computirtgme it might be necessary to avoid
our solution. In our system a quasilinear approach (Heuft & Portelecomputation.

996) i d.
1990) s use 5. READING PUNCTUATION MARKS
4. WORDS IN AN UNTTERANCE
To serve as a reading machine, the synthesis system must be able to

A common feature in reading machines is spelling; a keystroke frogptionally read out punctuation marks as “colon” or “question mark”,
the user causes the machine to spellthe word just spoken. This for example. This might be problematic if a reanalysis is to be avoided
implies that the system can react to keystrokes, can determine whigltause the option might be changed byutser between the first
word was being spoken at the time, and has access to its orthograghalysis and the repeat. Our first solution avoided reanalysis whenever
in order to produce the correct spelling. possible, and we were forced to transform punctuation marks into text

In multitasking systems the firstghblem, reacting on a keystroke with f"md to mark th?se_‘e"t parts appropriately in order to leave them out
g case the option is turned off.

minimal delay, is easy to achieve; in systems like MS-Windows tH
synthesis system must periodically check whether a keystroke hfganalysis is allowed the problem can easily be handled by the user
happened, and must react. In our system the address of a user-defingdface, e.g. by a flag in the call to the synthesis module. This was
function is passed to the synthesis module. The synthesis module caigther reason for allowing reanalysis and reprocessing in order to
this function during the synthesis process; the function has to chegin simplicity.

for keystrokes and has to generate an appropriate responeag

these responses must be the termination of the synthesis process, Ver, Wher_1 readln_g out punctuatlon marks, it 'S. not clear how to
this must be handled by the synthesis module. integrate them into the intonation pattern. One can either treat them as

utterances on their own, as prosodic phrases on their own, or as words
Most high-qualitysystems work as utterance synthesizers. Utterancgsst added at the end of the utterance. The last solution is ineffective
are synthesized as a whole and not as single words in order to simulsgéause no separation between content informadiuch meta-
human speech as an overlap of articulatory gestures extending awgéormation is provided. Thédirst solution does not work with
word boundaries. While uttere@s with pauses between the words are



commas, and, additionally, does meflect the close relationship A user, therefalemands the ability to choose between different
between the utterance and its punctuation marks. “styles”. The system must change its internal tables accordingly. An
appropriate interface must be present.

Open(Voice,Abbreviationlist) Additionally, users might want to add or change some lexical items.

. . . This must be handled by the synthesis system. In our case the change
Synthesize(InputText,ResultSoundFile,ReadPunctuaionMarks) , yhe addition of an abbreviation is rather easy because no implicit
order is assumed in these tables. The addition of a lexical item,
however, is more difficult because our lexicon is ordered
alphabetically, and theearch strategies assume such an ordering
(Portele & Kramer]1995). Therefore, a user-definable lexicon was
implemented. A new lexical item is entered syllable by syllable and
transcribed by our rule-based transcription system; then it is
synthesized and the user can refine the transcription. This is an
interactive process with tri@nd error because mangers are not
familiar with the phonetic alphabet. This must be done by the
synthesis system becausethenetic representation is an integral part
of the system and not of the user interface.

7. CONCLUSIONS

Laboratory systems developed with laboratory mateuiadler
laboratory conditions will have problems when applied to “real” data
because of erroneoisput and user demands et by the usual
laboratory features.

Punctuation marks, therefore, were integrated into the utterance SREECN synthesis systems aeveloped with the main focus on
treated as prosodic phrases on tbein. This works with commas, SPeech quality (which, of course, is the most important feature). But

because because no utterance-final intonation pattern is involved®36€ of use, fiexibility and robustness are as important for many users
also works with punctuation marks implying a terminal intonatio®S high-quality speech.

pattern, like exclamation marks. In our experience a clear separation between the user interface and the
Qquestion marksre more difficult. The words “question mark” synthesis module is necessary in order to maintain flexibility and
constitutethe verylast prosodic phrase of an utterance; they ar&oPustness. If the extra cost of reanalysis and reprocessing is
supposed taarry the intonation appropriate for a question. But thgt®mparably low it should be allowed in tmterest of simplicity. If
sounds “as ithe computer is not sure about what it says” as one usde Synthesis system is changed to handle spelling, word-by-word
stated. If the utterance is terminated like a statement and the phr34ghesis, and similar features, a certain overhead is imposed. Tables
before the words "question mark" is intonated as non-final, not mu@pHSt be retained and additional information about word boundaries

indication about sentence modality can be gathered from tH&UStbe present.

intonation contour. If the question intonation is shifted to the phragge system must be adapted to support the following features:
before the words “question mark”, the phrase sounds unnatural. The
best solution to this dilemma has shown to be a non-final intonation
pattern (continuationise) for the final phrase of trguestion, and a
terminal intonation pattern for the phrase “question mark”.

6. CHANGING THE LEXICON

In many applications standard solutions for lexical items, symbols al
abbreviations ar@ot sufficient; this is especially true for reading o . :
machines for the visually handicapped because of the large variet)}%? application in a reading machine.

users. Every user lives in hisvn social environment, witits own  Acknowledgements:Thanks to Simon King for valuable comments
abbreviations, lexical items (e.g. names) and symbol interpretatiom$ content and form, and &l the visuallyhadicapped users who
And every user facegnany different situations. Instead of suffered under our first versions.

implementing a “one size fits all” solution it is usually better to let the

user choos¢he way symbolsarehandled (theé-’ sign ought to be 8. REFERENCES
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Spell(InputText,ResultingSoundFile)
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Close()
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w N R
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4. choosing and changing abbreviation lists and lexical items

d . . . . .
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