10.21437 /Interspeech.2004-527

POSTERIORI PROBABILITIES AND LIKELIHOODS COMBINATION FOR SPEECH AND
SPEAKER RECOGNITION

Mohamed F. BenZeghiba*

Hervé Bourlard*

Dalle Molle Institute for Perceptual Artificial Intelligence (IDIAP)
P. O. Box 592, CH-1920 Martigny, Switzerland
{mfb,bourlard } @idiap.ch

ABSTRACT

This paper investigates a new approach to perform simultaneous
speech and speaker recognition. The likelihood estimated by a
speaker identification system is combined with the posterior prob-
ability estimated by the speech recognizer. So, the joint poste-
rior probability of the pronounced word and the speaker identity is
maximized. A comparison study with other standard techniques is
carried out in three different applications, (1) closed set speech and
speaker identification, (2) open set speech and speaker identifica-
tion and (3) speaker quantization in speaker-independent speech
recognition.

1. INTRODUCTION

Speech signal conveys (among other things) two major types of
information, the speech content (text) and the speaker characteris-
tics. Speech recognition systems aim to extract the lexical infor-
mation from the speech signal. Speaker recognition systems aim
to recognize (identify/verify) the speaker. Joint speech and speaker
recognition systems aim to recognize (simultaneously) who is speak-
ing and what was said. Such systems have several applications,
such as:

1. Speaker identification can be used as a front-end processor
to a speech system [1] and vice-versa [2].

2. Performing continuous speaker recognition and knowledge/-
content recognition [3] [4] [5].

3. Automatic recognition of co-channel speech[2], where more
than one speaker is speaking at the same time.

In this paper, a probabilistic approach for the joint speech and
speaker recognition is proposed. This approach is based on the
combination of a likelihood based speaker-identification with a
posteriori probability based speech recognizer. The evaluation of
this approach is examined in three applications. Closed set speech
and speaker identification (i.e., the access is restricted to speakers
enrolled in the system), open set speaker identification (i.e., any
speaker can access the system, those that are not enrolled should be
rejected) and speaker-quantization for speaker-independent speech
recognition[1] (i.e., the speech recognizer associated with the most
likely speaker determined by the speaker identification system is
used to recognize the utterance pronounced by the speaker). In
closed set and open set experiments, our goal is to recognize cor-
rectly, both the speaker identity and the command associated with
a specific service. A typical application could be the voice dialing
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system. The combination will be done for every enrolled speaker,
making the computational requirements very costly. We will show
how to reduce this cost without affecting the recognition perfor-
mance. Also, we compare the proposed approach in all those situ-
ations, with two other standard approaches.

2. FORMULATION
Our goal is to find the word (command) ﬁ/\ from a finite set of
possible words {WW} and the speaker S from a finite set of reg-
istered speakers {S} that maximize the joint posterior probability
P(ﬁ/\, 5 | X'). Formally, this is expressed as follows:

w,s) = arg{ryv?g}P(W,S\X)

arg max [P(W]S.X)- P(SIX)] (1)

Taking the logarithm, and using Bayes rule with the assumption
that the prior probability of the speaker P(S) is uniform over all
speakers, equation (1) can be rewritten as:

(W, 8) = arg max [log P(WS, X) +log P(X|S)]  (2)

The first term, log P(W|.S, X), corresponds to the posterior prob-
ability of the word W estimated in our case through a speaker-
dependent hybrid HMM/ANN with parameters 6 as follows:

T
1
log P(WIS, X) = 7. logplaklas6.) )
t=1

where g}, represents the “optimal” state g, decoded at time ¢ along
the Viterbi path, and T the length of X after removing the decoded
silence frames.

The second term, log P(X|S), corresponds to the likelihood
of the observed data estimated by a text-independent GMM model
with parameters As:

T
1
log P(X|S) = T E log p(x¢|As) “4)
t=1

The log P(W|S, X) and log P(X|S) represent, respectively, the
contribution of the speech and speaker recognition systems in the
combined score. Using (2) for all registered speakers is time con-
suming. Therefore, we generate a list of N-best speakers accord-
ing to the likelihood criterion (4) and then re-score this list us-

ing (2).
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3. DATABASE AND EXPERIMENT SETUP

The experiments were done using the PolyVar database [6]. For
the closed set experiments, a set of 19 speakers (12 males and 7
females) who were in more than 26 sessions are selected. Each
session consists of one repetition of the same set of 17 words com-
mon for all speakers. For each speaker, the first 5 sessions are used
as training (adaptation) data and an average of 19 sessions as test
data, resulting in a total of 6430 test utterances. For the open set
experiments, another set of 19 speakers with the same set of words
are used as impostors. There are a total of 6452 impostor test ut-
terances. For acoustic features, 12 MFCC coefficients with energy
and their first derivatives were calculated every 10 ms over a 30
ms window.
We have also, used the PolyPhone database [6] to train a speaker-

independent speech recognizer and a Gaussian Mixture model (GMM).

They will be used only as an initial distribution for speaker adap-
tation.

e The SIspeech recognizer is a hybrid HMM/MLP system|[9],
with a set of parameters ©. This SI-MLP has 234 input
units with 9 consecutive 26 dimensional acoustic vectors,
600 hidden units and 36 outputs.

e The GMM model with a set of parameters A is modeled by
240 (diagonal covariance) Gaussians and trained with an
EM algorithm.

4. SPEECH AND SPEAKER RECOGNITION
APPROACHES
In this work, we are interested in correctly recognizing both the
pronounced word and the speaker identity for each test utterance.
We have examined and compared three techniques. They used the
same text-independent GMM based speaker identification subsys-
tem. But, they employ different speech recognizers and different
ways to integrate the speech and speaker recognizers.

4.1. Speaker identification subsystem

The speaker identification subsystem is a text-independent GMM
based [7]. The parameters As of the speaker-dependent GMM
are derived (using the speaker’s training data) by adapting mean
parameters of mixtures components of the GMM model A. The
adaptation is performed using MAP adaptation technique[8]. The
correct speaker identification rate for the closed set is equal to
95.9%.

4.2. Baseline approach

Here the speech recognizer is a speaker-independent hybrid HMM/-
MLP system. The parameters 6 of the MLP are derived by re-

training all the parameters © of the SI-MLP trained on PolyPhone.

The re-training is done using data (referred to as world data) from

PolyVar provided by 56 speakers with the same set of 17 words. A

cross-validation is used to avoid overtraining. The word recogni-

tion rate is equal to 97.2% and 96.8% for the closed set and open

set applications, respectively. The recognition of the pronounced

word and the identification of the speaker are done independently.

In the closed set application, this is done as follows:

o~

W= log P(W16, X 5
argr{nvg)}c[og (W16, X)] S)

~

S = arg 1}1521}}( [log P(X|)s)] (6)

In open set application, the speaker is accepted if:
LLR(X) =log P(X|\s) —log P(X|\) > ¢ (7

where LLR(X) is the likelihood ratio, ¢ is a speaker and word
independent threshold, A; is the GMM model of the most likely
speaker S according to (4), and A is the background model where
its parameters are derived from A using MAP adaptation and the
world data set.

4.3. Sequential approach

Here, the speech recognition is performed using a speaker-dependent
HMM/MLP. The parameters 65 of the MLP are derived by re-
training the parameters © of the SI-MLP, using speaker’s training
data. The most likely speaker determined by the speaker identifica-
tion subsystem using (6) is used to select the SD-MLP for speech
recognition. The speaker in both closed set and open set appli-
cations is identified as in the baseline approach using (6) and (7),
respectively. The recognition of the pronounced word is performed
as follows: e

W =arg r{nvgic[log P(W10;, X)] ®)

where 6; is the set of parameters of the MLP associated with the
most likely speaker 5. With perfect recognition of the speaker
identity, the word recognition rate is equal to 98.9%. The main
advantage of this approach compared to the baseline is the gain
we got in speech recognition performance. This gain should im-
prove the performance of the simultaneous speech and speaker
recognition. A system using this approach can be viewed as per-
forming “speaker quantization” before speech recognition[1]. The
speaker identification subsystem associates a new speaker to the
most likely similar speaker in the enrolled speaker set.

4.4. Combined approach

The MLP adaptation for a specific speaker consists of shifting the
boundaries between the phone classes without strongly affecting
the posterior probabilities of the speech sounds of other speak-
ers. This makes the estimated posterior probabilities more effec-
tive for speech recognition but less effective for speaker recogni-
tion [10][11]. Nevertheless, these posterior probabilities can be
used to improve the speaker recognition performance if they are
combined with more speaker specific information. In the closed
set application, the recognition of both the pronounced word and
the speaker identity is performed as follows:

(/V[Z 5) = arg {I‘I/lva;(} [log P(W|0s, X) +log P(X|Xs)]  (9)

Given both speaker identification and speaker-dependent speech
recognition subsystems are trained with two different criteria, the
posterior probability and the likelihood scores estimated by each
subsystem might have some complementary (new) information that
can be useful to improve the performance of each individual sub-
system or the joint speech and speaker recognition. The crite-
rion (9) should be done for every speaker and every word, mak-
ing the computation requirement very costly (compared to the two
previous approaches, we need an additional cost of (N — 1) times
the cost of a speech recognition task, where IV is the number of
the enrolled speakers). To reduce this cost, we first generate a list
of the N-best candidates using text-independent speaker identifi-
cation (6). Then, for each speaker S in the list, we use the SD-
MLP 6, for speech recognition. Finally, we re-score the N-best



list according to the combined likelihood and posterior probabil-
ity scores using (9). This procedure generates a new N-best list,
where the most likely speaker is selected according to the follow-
ing combined criterion:

~

S =arg 1?3})( [log P(W|6s, X) + log P(X )] (10)

For the open set application, the goal is to detect an impostor
and reject him/her independently of what he/she pronounces. The
criterion to accept a speaker is defined as follows:

[log P(W18s, X) + log P(X|As)] — log P(X[\) > 6 (11)
which is equivalent to:
log P(W|0s,X) + LLR(X) > ¢ (12)

In this work, we have tried a linear combination technique to com-
bine posterior probabilities and likelihoods. The combined score
in (9) and (12) are estimated, respectvelly, as follows:

(/VI7, S) = arg {I‘I}Va;(} [av1 log P(W 65, X) + log P(X|Xs)]

(13)
s log P(W |0, X) + LLR(X) > 6 (14)

where a1 and a2 are determined a posteriori on the test set.
We can also use (10) as a speaker selection criterion to im-
prove the performance of the “speaker quantizer”.

5. EXPERIMENTS AND RESULTS

The aim of these experiments is to evaluate, analyze and com-
pare the effectiveness of the three different approaches described
above in three different tasks, closed set speaker identification,
open set speaker identification and speaker quantization. In the
first two tasks, our interest is to improve the simultaneous speaker
and speech recognition performance. In the results, this will be
referred to as overall recognition rate. While in the third task,
our aim is to improve the speaker-independent speech recognition
performance in an open set application.

5.1. Closed set results

The results of the closed set experiments are shown in Table (1).
It gives the performance of each approach in terms of speech,
speaker and overall recognition. It is worth mentioning here, that
the best overall recognition rate we can achieve will be equal to
the lowest recognition rate given by speech and speaker subsys-
tems. From these results, we can see that:

Approaches | Baseline | Sequential | Combined
SpeechReco. | 972% | 987% | 98.7%
Speaker Reco. | 959% | 959% | 96.8%
OverallReco. | 934% | 951% | 95.9%

Table 1. Speech, speaker and overall recognition rates for differ-
ent approaches

1. The sequential approach gave better performance in terms
of overall recognition rate than the baseline approach. This
is due mainly to the improvement in the speech recogni-
tion rate. From the computational cost point of view, both

approaches have the same cost. It is interesting to note
here that the speech recognition rate in the sequential ap-
proach (98.7%) is almost equal to that obtained with per-
fect speaker identification (98.9%). This means, that the
hybrid HMM/MLP model 65 of the speaker S still recog-
nizes correctly the pronounced word even if the speech seg-
ment comes from another mis-identified speaker.

2. Compared to the other approaches, the use of the combined
posteriori probability and likelihood criterion (9) gave the
best overall recognition (95.9%) rate. As a consequence,
the speaker identification performance was also improved.
This is because two speakers which are acoustically close
in the speaker space are not necessary close in the speech
space. So, selecting speakers based on one of these two
components is not optimal. In Figure (1) we have plot-
ted the variations of speech, speaker and overall recognition
rates as a function of the size of the N-best candidates list. It
shows that the most significant improvement is obtained by
keeping the first two best likely speakers according to (6),
and then use (9) for re-scoring. From the computational
cost point of view, the combined approach needs only one
more speech recognition step which depends on the size of
the MLP and the length of the pronounced word.
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Fig. 1. Speaker, speech and overall recognition rates as a function
of the size of the N-best candidates list

5.2. Open set results

To evaluate our approach in a more practical application, open
set experiments are conducted. The goal is to detect an unknown
speaker (impostor) and reject him. Three types of errors are con-
sidered here [5], False acceptance (FA), false rejection (FR) and
confusion acceptance (CA), that is, when an authorized speaker
is accepted but confused with another speaker. We have plotted
the variations of these errors as a function of a threshold for the
sequential ' (Figure (2)) and combined (Figure (3)) approaches.

The EERs (FA = FR) obtained by the sequential and combined
approaches were equal to 14.5% and 13.1%, respectivelly. More-
over, the combined approach reduced the confusion acceptance er-
rors. If we take into account only the true speakers that have been
accepted, the overall recognition rates with the baseline, sequential
and combined approaches were equal to 82%, 83.8% and 85.7%,
respectivelly, confirming the tendency we have seen in closed set
application.

Both baseline and sequential approaches use the same speaker identi-
fication criterion (7) in an open set test
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Fig. 2. False acceptance, false rejection and confusion acceptance
variations as a function of the threshold for baseline and sequen-
tial approaches
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Fig. 3. False acceptance, false rejection and confusion accep-
tance variations as a function of the threshold for the combined
approache

5.3. Speaker quantizer results

In this experiment, we evaluate the use of the sequential and com-
bined approaches to perform a speaker-independent speech recog-
nition in open set application. This is done by selecting the en-
rolled speaker that is acoustically close to the test speaker and
using the speech recognizer associated with the selected speaker
to recognize the pronounced word. The main issue here is what
will be the criterion to select the closet enrolled speaker? We have
tested two criteria described in (6) and (10). Results of the speech
recognition performance are shown in Table (2). For comparison
purposes, the average performance of using each enrolled speaker
is also reported (second column). We have used only impostor ut-
terances (6452 utterances). As we can see, the use of the sequential

Approaches | Single speaker | Sequential | Combined

85.17% | 923% [ 93.5%

Speech Reco. |

Table 2. Speaker quantizer performance for speech recognition

criterion gave 8.4% relative improvement compared to the single
speaker results. But the best improvement is achieved by the com-
bined criterion (11% relative improvement). This is because, us-
ing (10) the selected reference speaker is acoustically close to the
test speaker in the joint speech and speaker space.

6. CONCLUSION
In this paper, a probabilistic approach that maximizes simultane-
ous speech and speaker recognition performance is presented. It is
based on the combination of posteriori probability estimated by a
hybrid HMM/MLP system for isolated word recognition and like-
lihood estimated by a text-independent GMM model for speaker

identification. We have evaluated and compared three approaches
for closed set speaker identification, open set speaker identification
and speaker quantization for speaker-independent speech recogni-
tion. In the three applications, results showed the effectiveness of
the proposed approach.
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