
 

 

Distinctive Phonetic Feature (DPF) Based Phone Segmentation using Hybrid 
Neural Networks 

Huda Mohammad Nurul, Muhammad Ghulam, Junsei Horikawa, and Tsuneo Nitta 

Graduate School of Engineering, Toyohashi University of Technology 
1-1 Hibarigaoka, Tempaku cho, Toyohashi 441-8580, Japan 

E-mail: huda@vox.tutkie.tut.ac.jp 
 

Abstract 
Segmentation of speech into its corresponding phones has 
become very important issue in many speech processing areas 
such as speech recognition, speech analysis, speech synthesis, 
and speech database. In this paper, for accurate segmentation 
in speech recognition applications, we introduce Distinctive 
Phonetic Feature (DPF) based feature extraction using a two-
stage NN (Neural Networks) system consists of a RNN 
(Recurrent Neural Network) in the first stage and an MLN 
(Multi-Layer Neural Network) in the second stage. The RNN 
maps continuous acoustic features, Local Feature (LF), onto 
discrete DPF patterns, while the MLN constraints DPF 
context or dynamics in an utterance. The experiments are 
carried out using JNAS (Japanese Newspaper Article 
Sentences) continuous utterances that contains vowels and 
consonants. The proposed DPF based feature extractor 
provides good segmentation and high recognition rate with a 
reduced mixture-set of HMMs (Hidden Markov Models) by 
resolving co-articulation effect.  
 
Index Terms: Distinctive Phonetic Feature, Recurrent Neural 
Network, Multi-Layer Neural Network, Hidden Markov 
Model, Local Features.  

1. Introduction 
The need for phone segmentation with high recognition 
accuracy in ASR (Automatic Speech Recognition) systems 
has been increasing in recent years. A variety of methods have 
been proposed to accomplish this phone segmentation [1]-[4]. 
Although some of them showed acceptable performances, 
most of the HMM (Hidden Markov Model)-based method 
uses context sensitive tri-phone model to resolve co-
articulation effect. However, these models need a large 
number of speech parameters and a large volume of speech 
corpus. Also, an increasing number of Gaussian mixtures in 
HMM are needed for high recognition accuracy.  Besides, 
current HMM-based ASR systems always reject a new 
vocabulary or so called out-of-vocabulary (OOV) word. 
Accurate phone segmentation is expected to get an accurate 
phonetic typewriter functionality that will assist the next 
generation ASR systems in solving the OOV-word problem of 
HMM through short interaction (talk back) by enrolling the 
word into the database automatically rather than manually.  

 In order to achieve accurate phone segmentation and 
high recognition performance in less computational cost, we 
propose Distinctive Phonetic Feature (DPF) based feature 
extraction for ASR system using a two-stage NN (Neural 
Networks) system that consists of an RNN (Recurrent Neural 
Network) in the first stage and an MLN (Multi-Layer Neural 
Network) in the second stage. Here, the MLN at final stage is 

expected to inhibit lateral DPFs of a targeted DPF and solve a 
co-articulation effect. RNN at first stage can represent 
dynamics in a sequence of acoustic features, that is, uncertain 
evidence is accumulated over many time frames in order to 
build up an accurate representation of the long term context 
variables [5]. Moreover, a DPF-based system can classify a 
phone at lower Gaussian mixture of HMM [6]. The proposed 
two-stage NN (Neural Network) approach generates more 
precise phonetic segment as well as higher recognition 
accuracy with less computation by resolving co-articulation 
effect.  

In this paper, from the segmentation performance and 
computational points of view, we investigate and evaluate 
three types of DPF-based feature extraction methods together 
with the conventional method of MFCC (Mel Frequency 
Cepstral Coefficient). Three types of feature extractors are (i) 
MLN (Multilayer Neural Networks)[6], (ii) RNN (Recurrent 
Neural Network), (iii) The proposed method with RNN-MLN. 

 The paper is organized as follows: Section 2 discusses 
about the articulatory features. Section 3 explains about the 
phonetic segmentation. Section 4 explicates the system 
configuration of the existing methods. Section 5 illustrates the 
system configuration of the proposed method. Experimental 
database and setup are provided in Section 6, while   
experimental results are analyzed in Section 7. Finally, 
Section 8 draws some conclusion. 

2. The Articulatory Features 
A phone can easily be identified by using its unique 
articulatory features or Distinctive Phonetic Feature (DPF) set 
[7], [8].  Because the traditional DPF set (high, low, anterior, 
back, coronal, plosive, continuant, fricative, nasal, voiced, 
semi-vowel) is not designed for ASR system; the feature 
vector space composed of the traditional DPF is not 
necessarily suitable for classifying speech signal [6]. A novel 
DPF set with 15 elements is introduced by modifying 
traditional set [9]. These DPF values are mora, <high, low, 
nil>, <anterior, back, nil>, coronal, plosive, affricate, 
continuant, voiced, unvoiced, nasal and semi-vowel. Table 1 
shows the Japanese DPF-set for classifying phoneme. Here, 
present and absent elements of the DPF are indicated by “+” 
and “-” signs, respectively.  
  

3. DPF Based Phone Segmentation 
 

Phone segmentation of utterance /iai/ for “high” and “back” 
DPFs are shown in Figure 1. Solid and dotted lines indicate 
ideal and desired segmentation, respectively, while horizontal 
and vertical axes present respective time and DPF values.  
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Figure 1:  Model of phone segmentation for /iai/ utterance. 
 

4.   The Existing Methods 
 
Conventional approach of ASR systems uses MFCC as 
feature vector to be fed into a HMM-based classifier. For 
phone segmentation, minimum Maharanobis distance is 
calculated for each frame of test utterance and hence, a 
minimum distance phone is obtained. The minimum distance 
phone is regarded as the correct phone for the corresponding 
frame. 
 
 The MFCC-based conventional approach has good 
recognition accuracy at the expense of higher number of 
Gaussian mixtures in HMM-based classifier. Moreover, 
phone segmentation performance is below par in this 
approach.  
 
 Local feature (LF) as acoustic vector was introduced in 
[10]. T. Fukuda, et al., implemented DPF based phone 
segmentation for LF input acoustic vector using MLN [6] and 
it was shown that LF was superior to MFCC as the input to 
MLNs [6]. The method is briefly described in the following 
subsection 4.1. 

4.1. DPF-based Phonetic Segmentation using MLN  
 
Figure 2 shows a process of DPF-based phone segmentation 
using MLN.  At the acoustic feature extraction stage, input 
speech is converted into Local Features(LF)  (LF/∆t, LF/∆f), 
which represent a variance of spectrum along time and 
frequency axes by using three-point linear regression (LR) 
calculation. LFs are input to an MLN with three layers, 
including 2 hidden layers, after combining preceding t-3 th 
and succeeding t+3 th frames with the current t th frame. Each 
frame of LF consists of 25 values (12∆t+12∆f+∆P). The MLN 
has 45 output units (15x3) corresponding to context-
dependent DPF vector, that consists of three DPF vectors of a 
preceding context DPF, a current DPF, and a following 
context DPF with 15 dimensions each. The two hidden layers 
consist of 256 and 96 units from the input layer. The MLN is 
trained by using a standard back-propagation algorithm. The 
DPF-based method shows comparable recognition 
performance with MFCC-based, but with less number of 
Gaussian mixtures in HMM. However, single MLN suffers 
from its inability to model dynamic information. 
  

  5.  The Proposed Method 
      
We proposed a DPF-based system with RNN (Recurrent 
Neural Networks) to overcome the problem of one-stage 
MLN. RNN for its capability of handling a longer context  
 

Table 1.  Japanese Balanced-DPF set.  
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          Figure 2. System for MLN-Based DPF extractor. 
 
window is the basics of this network. The aim of the network 
is to map a sequence of frames of parameterized speech onto a 
sequence of phone labels associated with those frames by 
resolving context. A single frame of parameterized speech is 
replaced by an acoustic vector containing several adjacent 
frames along with the original central frame to increase the 
dimensionality of the acoustic vector. Figure 3 shows a block  
diagram of a DPF-Based phone segmentation method using 
an RNN and a MLN. Higher dimensional input acoustic 
vector is formed by taking preceding (t-3) th and succeeding 
(t+3) th frames together with the current t th frame. Each 
input frame is formed by 25 LF values same as DPF-based 
phone segmentation using MLN, described in Section 4.1. 
The RNN generates 45 DPF values of which 15 are for the 
preceding frame, 15 for the current frame and the rest for the 
succeeding frame. An MLN is used to integrate these 45 DPF 
values to obtain 15 DPF output for the current frame.  
 
      A fully recurrent neural network (FRNN) of two layers is 
used for this approach. Hidden layer consists of 290 hidden 
units. Each time total input vector is formed by taking output 
layer (OL) feedback values and hidden layer (HL) feedback  
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          Figure 3. The Proposed DPF extractor. 
values together with external input (25x3) LF values of that 
time. Feedback values of hidden and output layer at time t0 
are assumed to be 0.1.  Epoch wise back-propagation through 
time algorithm is used for training the network of recurrent 
portion. On the other hand, MLN for this approach has 3 
layers (2 hidden layers, output layer). Hidden layer one and 
two are of 90 and 30 hidden units, respectively. Standard 
back-propagation is used as learning algorithm for MLN. It is 
also retrained by those input duplicate frames that are 
evaluated as erroneous during recognition of original training 
pattern (close test). 
  
 The proposed method resolves the co-articulation effect 
by incorporating three context dependent frames (dynamics 
up to seven frames) of local features in the first stage RNN. 
Besides, RNN itself can handle dynamics because of feedback 
connection that maintains repetition of input acoustic frames 
upto particular time interval. On the other hand, second stage 
MLN deals with three discrete vectors (Preceding, Current 
and Succeeding frames outputs of first stage RNN) in DPF 
space. MLN also maintains dynamics for seven frames.     
 
 MLN of the proposed DPF extractor also works an 
integrator of 45 DPF values (15 for preceding, 15 for current 
and remaining 15 for succeeding frame) that are generated by 
first stage RNN. Actual purpose of MLN is to restrict the 
fluctuation of DPF values by RNN. MLN reduces the 
deviation of phone boundary from its ideal position. 
 

  6.  Experiments 

6.1 Speech Database 
A subset of “ASJ (Acoustic Society of Japan) continuous 
speech Database”, consisting of 4513 sentences (Vowels and 
Consonants) uttered by male and female speakers are used as 
training data. JNAS (Japanese Newspaper Article Sentences) 
284 sentences uttered by male and female speakers are used as 
test data. Every sentence of test data consists of different 
number of total frames. Sampling rate is 16 KHz. 
 
6.2. Experimental Set up 
 
Frame length and frame rate are set to be 25 ms and 10 ms, 
respectively. MFCC consists a vector of 38 dimensions (12 
MFCC, 12∆, 12∆∆, ∆P and ∆∆P, where P is log energy of 

raw signal). On the other hand, LF consists of a vector of 25 
dimensions (12∆t, 12∆f, ∆P). For recognition, input features 
for HMM-based classifier are: 
   
      i)   MFCC    
     ii)   DPF using MLN [6] <Existing Method>   
     iii)  DPF using   RNN  
     iv)  The proposed method                   
 
 It is noted that methods ii) and iii) are designed to 
compare performances in terms of segmentation and 
recognition between a single MLN and a single RNN. 
   
        Delta parameters (15∆ DPF, 15∆∆ DPF) are appended 
with extracted DPF from the proposed method to make input 
dimension 45 for HMM classifier. Method ii) and iii) generate 
45 DPF values for the classifier. The classifier in this 
experiment adopts a standard monophone-based HMM with 
5-state 3-loop left-to-right models. The number of Gaussian 
mixtures in HMM is varied between mixture=1, 2, 4, 8, 16.  
 
 Delta parameters are appended to synchronize input 
features of HMM provided by the proposed method with the 
other DPF-Based methods. Monophone-based HMM 
classifier is used to get rid off from context-sensitive triphone 
HMM model. Context-sensitive triphone HMM model 
requires a large volume of speech corpus and a large number 
of speech parameters. On the other hand, Neural Network 
(NN) with HMM requires a small size speech corpus and a 
small number of speech parameters. 
 
 Learning rate and Momentum co-efficient for RNN are 
0.01 and 0.55, respectively.   
 

Segmentation is evaluated as frame-by-frame basis and 
frame correct rate is calculated by the following equation: 
 
 
 
  

7.  Experimental Results and Discussion 
 
Table 2 shows frame correct rate for all the investigated 
methods. MFCC shows frame correct rate 55.53%, which is 
the worst over all the methods. The proposed method with 
dynamics in DPF space shows the highest number of frame 
correct rate (76.64%). DPF using MLN generates frame 
correct rate (58.58%), which is 18.06% lower than the 
proposed method. It may be mentioned here that RNN only 
provides phone correct rate 69.26%, but additional MLN 
increases frame by frame phone correct rate approximately 
6%.  
 
 Traditional MFCC provides worst segmentation over all 
the other neural network based methods that used local 
features as input acoustic vectors. It is reasonable because 
local features use time and frequency domain delta parameters. 
On the other hand, MFCC uses time domain delta and delta-
delta parameters.       
 
 Table 3 shows that the highest recognition accuracy 
(82.79%) using Gaussian distribution at mixture 4 is obtained  
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         Table 2.  Frame by Frame phone correct rate. 
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Table 3. Recognition Rate at different mixtures of HMM. 
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Figure 4.  Investigated Segmentation for  utterance /iai/. 
 
 
by using the proposed method. The proposed method 
provides 78.26% recognition rate at mixture 2 whereas other 
methods take more mixture(s) to generate same accuracy. 
  
       It is claimed that the proposed method requires less 
computation than the other existing methods because higher 
recognition accuracy is achieved at lower number of mixture 
of HMM. Single MLN and MFCC require additional number 
of mixtures to get higher recognition rate. It may be 
mentioned that additional mixture(s) requires more 
computation cost for K-mean algorithm to get a large number 
of clusters and re-estimation of parameters (Mean, 
Covariance). So, less computation demand by the proposed 
method is realized.  
 
 Figure 4 shows the phone segmentation for utterance 
/iai/ where considering DPF value is “back”.   DPF using 
MLN shows more deviation of phone boundary from its ideal 
position. The proposed method shows less deviation of phone 
boundary. The proposed method reduces DPF fluctuation. 
Because of dynamics of RNN, it resolves context effect over 

single MLN. As a result, more phone accurate segmentation is 
generated by incorporating RNN. 
 

8.   Conclusion 
 
This paper has presented a relatively simple phone 
segmentation system by resolving co-articulation effect. DPF-
based method using the proposed RNN-MLN method has 
achieved relatively accurate segmentation on investigated 
utterances. The proposed method has also provided high 
recognition accuracy with less computation. The effect of the 
proposed method on complex and large recurrent neural 
network will be investigated in future. Further improvement 
of recognition rate will be investigated by using KLT 
(Karhunen-Loeve Transform) and Gram-Schmidt ortho-
normalization process.   
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