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Abstract

In this paper, a fast likelihood calculation of Gaussian mixture
model (GMM) is presented, by means of dividing the acoustic
space into disjoint subsets and then assigning the most relevant
Gaussians to each of them. The data-driven approach is ex-
plored to select Gaussian component which guarantees that the
loss, brought by pre-discarding most useless Gaussians, can be
easily controlled by a manual set parameter. To avoid the rapid
growth of the index table size, a two level index scheme is pro-
posed. We adjust several set of parameters to validate our work
which is expected to speed up the computation while maintain-
ing the performance. The results of the experiments on the fe-
male part of the telephone condition of NIST SRE 2006 indicate
that the speed can be improved up to 5 times over the GMM-
UBM baseline system without performance loss.

Index Terms: speaker verification, fast GMM, GMM-UBM

1. Introduction

Gaussian mixture model (GMM) is among the most statisti-
cally mature method for generative modeling which is com-
monly used in speaker verification. In order to achieve high
accuracy the GMMs usually consist of large number of mixture
components, especially when the diagonal covariance matrices
are used. The likelihood calculation, which is the essential step
in the GMM-based speaker verification process, is also included
in the channel compensation module, such as Factor Analysis
[1] [2] [3], for collecting the sufficient statistics. It is proved
that the likelihood calculation of GMMs dominates the time of
speaker verification process (85% in our baseline system), and it
is worth investigating a fast and effective calculation to improve
the speed of verification.

The traditional methods for fast GMM calculation have
been investigated in [4], [5], [6]. In [4], the authors focused
on the acoustic resolution of the universal background model
(UBM)-reduction of the number of mixtures, and the temporal
resolution of the input speech-reduction of the number of vec-
tors. The authors [5] used a combination of scalar quantization
and discrete density techniques to convert a continuous-density
GMM to various discrete densities. The most recently proposed
speedup method [6] used a cluster GMM to reduce the compu-
tation of sufficient statistics for factor analysis.
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In this work, we propose a data-driven method for the Gaus-
sian component selection. Two important characteristics of this
study can be presented as follows. First, it is evident that while
increasing the amount of training data, our data-driven approach
is more reliable and stable in the statistical view. Second, be-
cause of the soft decision strategy used for the acoustic space
resolution, a particular component is allowed to belong to more
than one center/class around it.

The outline of this paper is organized as follows. Section
2 gives a brief introduction to the mathematical form of GMM
model. In section 3, we describe the one and two layer index
and then explain the generation of the candidate Gaussian list.
Finally a measure of the effectiveness called top n hit frequency
is introduced to evaluate the proposed method. We present our
experimental configuration and results in section 4 and 5, re-
spectively.

2. GMM related background

GMM is a mixture model which is composed of C' multi-
variate Gaussian densities. The likelihood function for a D-
dimensional feature vector « is defined as follows:

C
p(x|\) = Zwipi(il:) M

The mixture weights satisfy the constraint Zle wi = 1. The
individual multivariate Gaussian density, p;(x), is parameter-
ized by a D-dimensional mean vector p; and a D x D covari-
ance matrix X;,

1 1
pi(z) = POREPIEE exp{—5 (@ — w)'E (@ - p)}
@)
Thus, the GMM probabilistic density is specified by a parameter
A of the form (w;, pi, 3;) wherei =1, ..., C.
Furthermore, let us introduce the posterior relating to a
specified component 4, that is:

wipi(x)

3
(@) ®

plilz) =

where p(i|x) represents the posterior probability of the event
that the vector « is accounted for by the mixture component .
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3. Gaussian selection

According to (1) we can conclude that two factors dominate the
computations in the GMM-based speaker verification system:
the number of Gaussians in the GMM and the number of feature
vectors to be scored in a test utterance. We only focus on the
first factor about reducing the Gaussian numbers in this paper.
In [7], the authors pointed out that when a large GMM is eval-
uated for a feature vector, only a few of the mixtures contribute
significantly to the likelihood value which can be approximated
very well using only the top n best scoring mixture components.
Thus, it is straightforward to consider how to directly find the
top n components with much lower computational cost instead
of calculating all the mixtures.

3.1. Acoustic space division

In speaker verification, the GMM represents a distribution over
a large space while a single feature vector & will be near only
a few components of that GMM. So we first divide the acoustic
space into several separate sets, each of which is more compact
in Euclidean space.

The first approach is to use K-means algorithm to find sub-
space centers, which is called one layer index. Given 7" training
vectors X = {1, ..., x7}, we run K-means algorithm to ob-
tain L centers {m1, ..., m} and the corresponding L subsets
of X, {X1,..., Xr}, where

Xi = {@efllze —mi|| = minflz; —mu|,1 <t <T} (4

and1 << L.

It is obvious that the within-cluster sum of squares (WCSS),
denoted by 37, >, . [l — my||%, will be smaller with a
larger L. We prefer a smaller WCSS which represents the com-
pactness of each cluster, and the center as an index will be more
representative and precise. On the other hand, too large L is un-
acceptable because the larger L will increase the size of index
table. For the reason that the time for looking up table can not
be neglected in our case, we propose a more effective method
as follows.

In order to control the size of index table, we utilize the
idea of multi-level index in the second approach. For simplicity
we only use two layer index which is determined by L1 and Lo
respectively. There are totally Li X Lo centers and the costs
for looking up table decrease from O(L) to O(L1 + L2) where
L1 x Ly = L. Notice that the optimal solution is obtained when
L1 = Lo = |VL] if we want to obtain the same size of index
as in the one layer case (|| returns the largest integer smaller
than = ). Algorithm 1 shows the key steps of two layer division
which is similar to the one layer case except for a secondary
splitting.

3.2. Candidate Gaussians generation

After dividing the entire space into smaller ones, we view the
center as index to the associated cluster. For each index (1 <
t < L), we first define the zero’th Baum-Welch statistics IN;(a
vector of length C') for the one layer case whose elements are,

Ni(e)= Y plcme) )
T €X;

Secondly, let ®; be the associated Gaussian list of the ith index.
We sort IN; to get the descending array N;(j1), ..., Ni(jc) and
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Algorithm 1 Two layer space division

Require: Ly > 0and Lo > 0and 7T > L; X Lo
1: Find L4 centers my,..,mr, of X = {x1,...,z7}
2: fori=1to L, do
3 X — A{x|||lee — my|] = ming [|&r — M|, t =

yeeey

4: Find Lo centers m1, .., m;r, of X;

5: forj=1toLsdo

6: Xij + {@¢|||lee — myj|| = ming ||@e — muk|], @ €
Xi}

7: end for

8: end for

construct ®; = {jp|1 < p < K;}. K; satisfies

Z]Ile Ni(jp) N a>
25:1 NZ(]p) h

where (0 < a < 1) is a confidence which represents the
approximation when we use the selected top K; Gaussian to
compute the likelihood. In the statistics, the larger o or K cor-
responding to more precise calculation. There is no computa-
tional loss if and only if oo = 1 holds.

For the two layer case, the generating process is similar to
that described above except that we only select the candidates
for the second layer. This can be summarized as algorithm 2,

K; = arg min ( 6)

Algorithm 2 Candidate Gaussian list generation
Require: 1.; >0and Lo >0and 0 < o < 1
1: fori =1to Ly do
2: forj=1toLsdo

3 forc=1to C do

4 Nij (C) — thGXU p(C|(Dt)
5: end for

6: descending N;;(k1), .., Nij(kc)
7: Init: p+ 1,5+ 0

8 repeat

9: Qi < Dy U{kp}

10: S« S+ Nij(kp)

11: pp+1

12: until S > «

13: end for

14: end for

Note that the generation of K; is independent of each other
which means a specified component can be selected as can-
didate for several centers. It is clear that the value K =
% Zle K reflects the average number of remaining Gaus-
sians. The smaller K leads to more efficient calculation, and
however it brings a higher risk of discarding useful components.

3.3. Top-n hit frequency

To evaluate the effectiveness of the Gaussian reduction method,
we define the hit frequency of top n Gaussian which is denoted
by I'(n). Given an evaluation data set X = {z1,...,z7},
we calculate the posterior (3) for each feature vector and let
On (x:) be the collection of top n Gaussian for @¢. Then we
look up the index table to find the nearest center ¢ to a; and



define an auxiliary indicator function,

n(Lt) =
’ 0 otherwise

N

where ®; is the candidate Gaussian list of center ¢ mentioned in
section 3.1 and 3.2. Note that I, (x:) equals 1 only if O, (x¢)
is fotally contained in ®;. Finally, the hit frequency of top n
Gaussian can be formulated as

S In(=e)

T

The significance of I'(n) is that it provides a statistical predic-
tion that the top n Gaussian of a new vector  will be totally
contained in the Gaussian list ®; with the probability I'(n),
where @ belongs to the i-th center. We will analyze I'(n) in
detail in section 5.2.

L'(n) ®)

4. Experiment setup
4.1. Data description

First, we train the UBM model with 1024 Gaussian components
using 370 recordings of the female part of NIST SRE 2004 tele-
phone data. We make use of the same data set as UBM for the
acoustic space division and index generation (detailed in section
3), which is composed of 4,463, 852 feature vectors.

To deal with the intersession variability, the feature do-
main intersession compensation (FDIC) [8] is employed with
an eigen-channel matrix of rank 40 in both training and test-
ing phase. The eigen-channel space is trained on Switchboard
IT Phase 2, Switchboard Cellular Parts 2, SRE 2004 and SRE
2005 telephone data including 9766 recordings from 738 fe-
male speakers and we only make use of those speakers for
which 5 or more recordings are available.

The evaluation results of our experiments are reported on
the female part of the telephone condition of NIST SRE 2006
corpus [9], which is composed of 461 target speakers and 2121
test utterances. Both training and test conversations have an
average duration of 5 minutes and there are no cross-gender
trials.

The verification decision scores are normalized using zt-
norm. We use 200 female ¢-norm models and 500 female z-
norm utterances, which are derived from NIST SRE 2002, 2004
and 2005 evaluation data.

4.2. Frond-End processing

We extract the first 12 Mel frequency cepstrum coefficients
(MFCC) together with a log energy feature using a 25 ms Ham-
ming window and a 10 ms frame advance. Mean and vari-
ance normalization is used to remove the linear channel effects.
Delta and double delta coefficients are then calculated using a
5 frames window and then we obtain a set of 39-dimensional
feature vectors. We train bi-gauss model to prune out silence
and low energy frames for Speech Activity Detection module
and then the remained feature vectors are subjected to feature
warping using a 3-second sliding window. Finally, FDIC is per-
formed to deal with the channel variability.

4.3. GMM-UBM

We implement the most fundamental speaker verification sys-
tem called GMM-UBM [7] to validate the feasibility of our pro-
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posed method for fast GMM calculation. Diagonal covariance
matrix is used for the Gaussians of UBM and maximum a pos-
teriori (MAP) estimation is used for the adaptation of speaker
model from the UBM with a relevance factor 16. For each fea-
ture vector in the test phase, we first determine the top 8 scoring
mixtures in the UBM and then score the vector against only the
8 components in the adapted speaker model. We select the top
8 Gaussian from all the components for the baseline system and
from the corresponding candidate Gaussian list for the proposed
method.

4.4. Software and hardware

The code is implemented with C and all the experiments are car-
ried out on the machine Dell E5410, with Intel Xeon 2.33GHz
CPU, and 3.99G RAM.

5. Results

5.1. The average number of remaining Gaussians

We implement the index size from 16 to 128 with one layer in-
dex and 16 x 16, 32 x 16, 32 x 32 for two layer. The average
number of Gaussians K as a function of index size L is plotted
in Figure 1 with multiple curves according to different a. Two
remarks are pointed out for this figures. First, increasing the
confidence level « result in increased average Gaussian number
K. It is consistent with (6) where K is an increasing function
of the variable a. Second, for a fixed a, K monotonically de-
creases with the growth of index size L. It can be explained by
the fact that the larger L means more detailed division of the
acoustic space and more compact subsets(smaller WCSS). As
a result, the vectors belong to the same subset are prone to be
aligned to the same Gaussians.

Average Gaussian number of different center and confidence.
T T T T
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Figure 1: The average number of Gassians versus the index size
for different confidences.

5.2. Top-n hit frequency

Figure 2 presents the hit frequency (8) of top n Gaussian ac-
cording to different parameters. We choose 7 set of parameters
by varying both L and « as indicated with the circles in Figure
1, and calculate I'(n), 1 < n < 20 using the evaluation data
mentioned in section 4.1. The reason why we choose these set



of parameters is that we have to balance the trade-off between
speed and performance due to different K. As the results in
Figure 2 demonstrate, it is obvious that there is a turning point
ne corresponding to different o where I'(n) remains constant
before na (e.g. I'(n) = 0.86, for 1 < n < ng.g0, where
ng.90 = 5). In the region of n > nq, I'(n) monotonically de-
creases with the increasing of n. This reveals that our method
is expected to consistently capture the top n. Gaussian with the
probability of 0.86. The difference between 0.86 and « is prob-
ably caused by the mismatch of training and test data. While the
training set is sufficiently large, the constant value(0.86 here)
will be close to a.

Second, I'(n) decreases with the growth of L for a fixed «
and n(n > na) because of the fact that a larger L will lead
to a smaller K and as a result bring a higher risk of discarding
useful components as mentioned in the last paragraph of section
3.2.

Finally, it seems that I'(n) is more sensitive to « than to L.
We believe that the main function of L is to control the average
number of Gaussians K while « influences both K and T'(n).

Top-n frequency curve
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Figure 2: Hit frequency of top n Gaussian.

5.3. Comparative Results

We evaluate 6 configurations of the proposed method along with
the baseline system by equal error rate (EER) and minimum
value of NIST detection cost function (minDCF). The results
including both performance and cost time (all the time are nor-
malized by the time of baseline system) are presented in Table
1. Note that the minimum case of the last column is 0.15 in our
experiment because the GMM calculation accounts for 85% of
the total time of baseline system and we do nothing for the re-
maining 15% computation. As shown in the first three lines of
Table 1, more than 3x speedup can be obtained with less than
0.1 absolute performance degradation if the one layer index is
used. Furthermore, the usage of two layer strategy leads to 5x
with nearly no performance loss.

6. Conclusions

In this study, we design a data-driven approach for the fast
GMM calculation which is based on one or two level index and
can be easily extended to multi-level cases if faster computation

248

Table 1: Performance and speed obtained with different config-
urations.

| L | o [EER(%) | minDCF | time |

64 [090] 5974 | 00272 [ 028
128 | 090 | 5998 | 0.0274 | 0.29
128 | 091 | 5897 | 0.0271 | 031

16x16 | 0.91 | 5878 | 0.0270 | 0.20

16x16 | 0.92 | 5877 | 0.0266 | 0.22

32x16 | 092 | 5877 | 0.0269 | 021
baseline 5877 | 00265 | 1

is required. We verify the feasibility of the proposed method by
defining the hit frequency of top n Gaussian, denoted as I'(n)
and showing it as a function of n for various combinations of
L and . Additionally, several configurations of L and « are
selected to compare the speed as well as performance in terms
of EER and minDCEF. The results show that nearly 5x speed im-
provement can be obtained without performance loss. We be-
lieve that the proposed method can be used in other large GMM
related works, such as language recognition.
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