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Abstract
We propose and investigate a non-parametric method

for identifying regions of speech that have unexpected
distortions not seen in the training data. The method does
not require knowledge of correct labels and relies only
on divergence between statistics of the test and training
data. Our experiments show that the proposed method re-
quires a relatively small amount of test data of the order
of several seconds to stabilize, and correlates well with
recognition error observed on the test data.
Index Terms: Unexpected distortions, confidence esti-
mation, machine recognition of speech

1. Introduction

It would be beneficial for a machine recognition system
to be able to identify potential problems during system
operation, or to switch between possible modes of op-
eration in response to unexpected test data. This pa-
per proposes using confidence estimation tools to eval-
uate the extracted information upstream of the recogni-
tion system, in order to predict when performance will
be inferior. The existence of such tools would simplify
many recognition systems such as speech, speaker, lan-
guage recognition etc. Current systems require decoding
under each hypothesis individually before selecting the
most likely hypothesis [2, 9], while having such tools
would enable finding the single best hypothesis before
decoding.

Another scenario where having such tools is bene-
ficial is in multi-stream speech recognition. Multiple
streams of information are extracted from test data and
each stream is passed to a phoneme classifier that is
trained on known clean data. Streams with higher con-
fidence are then be selected and passed to a fusion block
which then adaptively fuses selected streams [6, 7]. The
general framework of such systems is shown in Fig. 1.
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Figure 1: modifiable classifier based on comparison be-
tween training and test statistics.

Having a sufficient amount of training data, the task
we are treating in this paper is introducing a measure to
calculate divergence between unknown test data and the
underlying distribution of known training data in order
to estimate reliability of the recognition result. The data
we are working on are phoneme posterior probabilities
which are estimated by a Multi Layer Perceptron (MLP)
trained on known clean training data.

The approach proposed in this paper is extracting ap-
propriate statistics which describe the underlying distri-
bution of the training and test data, and then comparing
the statistics using a proper type of divergence function.
The benefit of this approach is that we don’t restrict our-
selves to any fixed distribution type.

There are some properties that we expect our diver-
gence measure to have. First, we expect it to be well
correlated with recognition performance. This is an im-
portant property because we are looking for a measure
that predicts recognition error without knowing the cor-
rect labels. The second property we are aiming for is
about test segment length that our measure needs to sta-
bilize. For practical applications, divergence estimation
should be done on a relatively short amount of test data.
As shown later, the statistical approach proposed here is
simple, fast, and highly correlated with recognition error.
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(a) autocorrelation matrix for clean data
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(b) autocorrelation matrix for noisy data

Figure 2: Autocorrelation matrix of (a) clean data and (b)
noisy data (babble).

The remainder of this paper is organized as follows.
Section two will discuss the proposed divergence mea-
sure for evaluating divergence between known training
data and unknown test data. Section three discusses the
experimental results, and finally section four contains the
concluding remarks.

2. Method description

Given a segment of test data, we approach our problem
by extracting statistics that describe appropriate proper-
ties of the underlying distribution that the test data comes
from. By comparing these with similar statistics ex-
tracted from training data, we introduce a measure which
calculates the divergence between the test and training

data. The measure uses first and second order statistics of
the posteriors generated by a three layer MLP trained on
known clean data. The MLP generates a 40× 1 vector Pi

for each frame i of data. Each component of the posterior
vector is the estimation of a phoneme posterior probabil-
ity. The first and second order statistics of posteriors will
then be calculated as:

µ =
1

N

N∑

i=0

φ(Pi)

Σ =
1

N

N∑

i=0

φ(Pi)φ(PT
i )

where N is the number of frames in the given window,
φ(.) is some monotonic compressive function (currently
the logarithm is used). For a reference statistic we use all
training data while for testing we use a short segment of
test data.

The extracted statistic will be then compared by a ref-
erence statistic. The first order statistic is captured us-
ing the Mahalanobis distance metric. The second order
statistic is captured using the logarithm of the ratio of the
determinants of the autocorrelation matrices.

2.1. The first order variability

Given a window of posteriors (denoted by P =
(Pi, Pi+1, ..., Pi+N ), whereN is the number of frames in
the window) from test data, we compare the mean vector
of the test data, µtest, to the mean vector of the training
data, µ calculated using all training data. The comparison
is done by calculating the Mahalanobis distance between
the training mean and the test mean [5]:

d1 =
√

(µtest − µ)T Σ−1(µtest − µ) (1)

where Σ−1 is the inverse of the autocorrelation matrix
derived using all training data and T denotes transpose.

This metric first transforms the difference between
sample data mean and training data mean into an uncor-
related space by multiplying by Σ−1 and then calculates
the Euclidean norm of the transformed data point. This
results in a metric that compensates for the effect of the
variability of each individual phoneme.

2.2. The second order variability

The average autocorrelation of posteriors over time re-
veals the pattern by which different phonemes are con-
fused with each other during a given span of time. Fig. 2
shows two autocorrelation matrices for a sample utter-
ance in a clean and a noisy situation. As this figure shows,
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Figure 3: Correlation between divergence and recogni-
tion error on data sets of utterances of different length
` = 1, 2, 4, 8 and all test utterances of TIMIT database
using proposed non-parametric approach.

noise introduces non-zero off diagonal components in the
autocorrelation matrix.

One way of comparing the autocorrelation matrices
is by the ratio of their determinants. In the present case,
a more convenient measure is the log of the determinant
ratio, which is simply the difference of log determinants.

d2 = log(|Σ|/|Σtest|) (2)

There are many other possible approaches for com-
paring autocorrelation matrices. One approach used ear-
lier is calculating the Pearson correlation between the test
autocorrelation and training autocorrelation matrix [7].
Our experiments show that the logarithm of the ratio of
the determinants performs better than this measure.

Finally, the proposed measure is a simple summation
of the above divergences:

d = d1 + d2 (3)

3. Experimental results

We used a phoneme recognition system based on the Hid-
den Markov Model Artificial Neural Network (HMM-
ANN) paradigm [1]. The hybrid system is trained using
PLP features [3] with a 9-frame context extracted from
clean TIMIT training data. The initial 61 hand-labels of
the TIMIT database are mapped to the standard set of 40
phonemes including silence [8].
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Figure 4: Correlation between divergence and recogni-
tion error for different noises on data sets of utterances
of different length ` = 1 (purple), ` = 2 (blue), ` = 4
(green), ` = 8, (orange), and whole TIMIT (brown)
database using non-parametric approach.

To evaluate the proposed divergence measure, we
used clean TIMIT training data as our reference statis-
tic and 29 classes of test data, including one clean and 28
noisy versions of TIMIT test data. We used four types of
noises (babble, buccaneer, white, and pink) in seven SNR
levels ranging from 0 dB to 30 dB in 5 dB steps. These
noises were added using the FaNT tool [4].

One important parameter of the proposed measure is
the minimal length of the test window for calculating a
reliable estimate of the divergence value. To calculate
this length for the proposed measure, an experiment over
a sufficiently large number of utterances of similar length
was conducted. The utterances were made by concate-
nating all TIMIT test utterances into one single long ut-
terance, and then selecting 10000 random segments of
fixed length varying from ` = 1, ..., 10 second.

As mentioned earlier, there are two major properties
that we expect for the proposed divergence measure: high
correlation between divergence and recognition error, and
fast stabilization. Different experiments were conducted
to evaluate each of these properties for the proposed di-
vergence measure.

The first experiment is evaluating the correlation be-
tween the divergence value and the recognition error. Di-
vergence values were calculated for TIMIT utterances
and fixed length utterances of ` second length. Fig. 3
shows the correlation coefficient between divergence and
recognition error calculated for all 29 classes of test
data. As this figure shows the correlation coefficient in-
creases with the utterance length, which is reasonable
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Figure 5: The scatter plot between recognition error (y-
axis) and divergence (x-axis) for four type of noises. The
utterances have fixed length ` = 8 sec.

since longer utterances lead to better estimation of statis-
tics which result in better estimation of divergence. The
correlation stabilizes around 4 seconds. We also plot
the correlation between divergence and recognition error
for individual noise test classes in Fig. 4. As this figure
shows, there is also high correlation between divergence
and recognition error for different individual test classes.
In addition, Fig. 5 shows scatter plot between recogni-
tion error and divergence value for clean and four type of
noises (in 0, 10, 20 dB SNR). The divergence and recog-
nition error values are calculated over fixed ` = 8 sec.
utterances.

The second experiment investigates the necessary
time that divergence value need to stabilize. To calculate
this we run experiment over utterances of length `, where
1 ≤ ` ≤ 10. The divergence values were calculated for
each class of test data. Fig. 6 shows how divergence mean
and variance changes over time for clean and babble noise
in three different SNR (5,15,25 dB). Both the mean and
the variance of the divergence values decrease as utter-
ance lengths increase. The mean of the divergence value
seems to stabilize around 4 seconds which is practical for
applications like multi-stream speech recognition [6].

4. Conclusion

We proposed a non-parametric measure to evaluate the
divergence between underlying distribution of unknown
test data and known training data. The measure is
based on comparison between appropriate statistics de-
rived from test data and statistics derived from training
data. The statistics used here is derived from phoneme
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Figure 6: The mean and variance of divergence vs. ut-
terance length for babble noise. Results for other type
noises were similar.

posteriors estimated by a three layer MLP trained on
known clean data. Our experiments show that the pro-
posed divergence measure is correlated with recognition
error and could be derived from several seconds of test
data.
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