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Abstract. In current speech technology, linear prediction dominates. The
linear vocal tract model is well justified biomechanically, and linear pre-
diction is a simple and well understood signal processing task. However,
it has been established that, in voiced sounds, the vocal folds exhibit a
high degree of nonlinearity. Hence there exists the need for an approach
to modelling the behaviour of the vocal folds. This paper presents a sim-
ple, nonlinear, biophysical vocal fold model. A complementary discrete
model is derived that reflects accurately the energy dynamics in the con-
tinuous model. This model can be implemented easily on standard digital
signal processing hardware, and it is formulated in such a way that a sim-
ple form of nonlinear prediction can be carried out on vocal fold signals.
This model could be of utility in many speech technological applications
where low computational complexity synthesis and analysis of vocal fold
dynamics is required.

1 Introduction

The linear signal processing of speech is a well developed science, having a
long history of association with the science of linear acoustics. Referring to Fig.
1, the use of linear acoustics is well justified biophysically, since a realistic rep-
resentation of the vocal organs is obtained by assuming that the influence of the
vocal tract is that of an acoustic tube that acts as a linear resonator, amplifying or
attenuating the harmonic components of the vocal folds during voiced sounds.
This resonator can be represented in discrete-time as a digital filter [1].

Access to biophysical speech parameters enables certain technology such as
communications (e.g. wireless mobile telephone systems), clinical, therapeu-
tic and creative manipulation for multimedia. For example, linear prediction
[2] can be used to find vocal tract parameters: thus much effort has been di-
rected towards the application of this particular analysis tool to speech signals.
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Fig. 1. Arrangement of vocal organs inside the head and neck.

The results of such work are an efficient set of techniques for linear predic-
tion of speech that now form a fundamental part of current technology (e.g.
speech coding underlying the GSM6.10 mobile telephone communication stan-
dard [3]). However, in vivo, in vitro and in silico investigation and modelling
of the vocal folds has revealed a high degree of nonlinearity, therefore the use
of the same linear tools is inappropriate. Hence there exists a need for a similar
approach to modelling the behaviour of the vocal fold oscillation. Such a model
could take the place of the hybrid approach to modelling vocal fold behaviour.

It is possible to create continuum mechanical models of the vocal folds that
capture many of the details of the viscoelastic vocal fold tissue and the aero-
dynamics of air flow through the vocal folds. Typically, these detailed mod-
els use numerical methods such as finite elements. As a result these are high
quality simulations. However, this quality comes at the expense of heavy com-
putational requirements. For typical technological applications, where compu-
tational power is at a premium (for example, considering the extremely low
computational power of mobile telephones), lumped models are to be preferred,
because they capture only the important, relevant effects of speech dynamics,
whereas full, continuum models simulate all the dynamical behaviour, even if
it has little measurable effect upon the final speech signal. Progress on such
lumped models has been steady [4], and there exist a range of models of vary-
ing complexity (see, for example, the two mass model of [5]).

This paper presents a simple, practical, continuous model of vocal fold be-
haviour, and an appropriate discrete counterpart, as described in [6]. The model



has only five parameters and can be integrated using only simple computa-
tional operations of existing digital signal processing hardware. The discrete
counterpart is derived using a specialised integration technique that replicates
the long-term energy properties of the continuous model, thus alleviating prob-
lems of numerical discretisation error. Furthermore, the model is quasi-linear
and thus forms a natural extension to linear prediction, for which efficient,
parametric identification techniques have already been developed. It exhibits
nonlinear oscillation due to the existence of a stable limit cycle that captures the
energy balancing inherent to typical stable intonations in continuous speech.
The model also captures the observed asymmetry of flow rate output behaviour
that is important to the timbral character of individual speakers. It is also only
two-dimensional and thus yields readily to straightforward analysis techniques
for planar dynamical systems.

There are two main applications of the model. The first is to synthesise speech
signals. Here, the output of the discrete vocal fold model un is fed directly
into the input of a standard, linear model of the vocal tract and lip radiation
impedance, to obtain a discrete pressure signal pn. The input to the vocal fold
model is a set of parameters, usually changing in time, that represent the change
in configuration of the vocal organs (such as the muscles of the larynx and the
lungs) as particular speech sounds are articulated.

The second main application is analysis by parameter identification. Here
quasi-linear prediction is used to identify the five parameters of the model di-
rectly from discrete measurements of the vocal fold flow rate signal un. Typi-
cally, this signal will be obtained by inverse linear digital filtering of the speech
pressure signal from recordings obtained using a microphone.

Figure 2 shows flow diagrams of both synthesis and analysis applications.

2 Deriving the Continuous Model

Figure 3 shows the geometric setup and configuration of the model of the vocal
folds. We assume inviscid, laminar air flow in the vocal tract. The areas of the
two points A and B in the vocal folds are:

aA = 2lxA, aB = 2lxB (1)

where xA, xB are the positions of points A and B. Point A is assumed to be
stationary, therefore xA is a parameter of the model.

The Bernoulli pressure at both points is:
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where U is the air flow rate through the vocal folds, ρ0 is the equilibrium density
of air, and PS is the (static) lung pressure.
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for speech synthesis applications, (Right) Similarly for parameter identification (analy-
sis) applications.
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Fig. 3. Geometry and configuration of the nonlinear vocal fold model.

At the top of the vocal folds, a jet is assumed to form such that there is no
air pressure. Therefore PB = 0 and so:

U = 2l

√

2PS

ρ0

xBΦ (xB) (3)

where the Heaviside step function Φ(x) is used to indicate that there is no air
flow when point B is negative (the vocal folds are completely closed at the top).
Therefore the air flow rate is proportional to the position of xB when positive:

U ∝ xB, xB > 0 (4)

The pressure at point A is:

PA = PS −
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(5)

and the force acting on the vocal fold tissue is assumed to be the average of that
at points A and B:
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(6)



where l and d are the length and height of the folds respectively.
From now on we write x = xB for convenience. For the vocal folds, the

tissue is assumed to have the following, nonlinear stress-strain relationship [7]:

s (x, ẋ) = kx + axẋ (7)

where k is the stiffness of the vocal fold tissue that depends highly upon the
tightness of the vocal muscles in the larynx. The parameter a controls the extent
of velocity-dependent stiffness of the vocal folds. It is this velocity-dependence
[7] of the relationship that causes the important time asymmetry of the vocal fold
flow rate signal U which is observed in real speech signals [8].

With damping effects of the vocal fold tissue proportional to the velocity the
equation of motion for the system is:

mẍ + rẋ + s (x, ẋ) = F = b − cΦ (x) x2 (8)

where b = PSld/2, c = PS ld/(2x2
A) and r is the frictional damping constant that

depends upon the biomechanical properties of vocal fold tissue.

3 Deriving the Discrete Model

Making use of the discrete variational calculus [9] we can derive the discrete equa-
tions of motion as:

m
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where n is the time index and ∆t is the time difference between samples
of a speech signal. Such a discretisation preserves the discrete Hamiltonian that
represents the mechanical energy in the vocal folds:

En =
1

2
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2
+
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Kx2

n (10)

and the corresponding rate of change of discrete energy is:

dEn = − (xn+1 − xn)
[

R (xn+1 − xn) + Axn (xn+1 − xn) − B + Cx2
n

]

(11)

where:
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m
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m
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m
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c∆t2
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The discrete equations of motion (9) can be used as an explicit integrator for
the model:

xn+1 = 2xn − xn−1 − R (xn − xn−1)−

Axn (xn − xn−1) + B − Kxn − CΦ (xn)x2
n (13)



This is a quasi-linear discrete system for which the method of quasi-linear predic-
tion, described in the next section, can be used to obtain the parameters from a
recording of the vocal fold behaviour using a straightforward matrix inversion.
The discrete output flow rate is:

un = 2l

√

2PS

ρ0

xnΦ (xn) (14)

Figures 4 and 5 show typical behaviour of the vocal fold model for cer-
tain ranges of parameters. Figure 4 shows oscillation in a limit cycle, and Fig.
5 shows asymmetric oscillation, with the rising slope being slower than the
falling slope. This is typical of vocal fold behaviour as identified from real,
voiced speech signals [8].
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Fig. 4. Typical vocal fold model behaviour with R = 0.001, A = −0.007, B = 0.00025,
K = 0.00026 and C = 0.00024. (a) Time series xn, (b) Two-dimensional embedding of
xn with embedding delay τ = 60. Thick black line is the limit cycle.

In general, when we have obtained a recorded pressure signal pn we cannot
know the real scale. In other words, the recording equipment leads to unknown

amplification. This means that, subsequently, the scaling factor 2l
√

2PS

ρ0
in equa-

tion (14) cannot be known. Similarly, there is an additional ambiguity for the
mass parameter m which cannot be resolved. This implies that the parameters
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Fig. 5. Typical vocal fold model behaviour xn with R = 0.03125, A = −0.0375, B =

0.000234, K = 3.906e − 6 and C = 0.0002343. (a) Time series xn, (b) Two-dimensional
embedding of xn with embedding delay τ = 60. Thick black line is the limit cycle.



are scaled by some unknown factor. Therefore we can only compare values ob-
tained from different recordings, and the parameters have no absolute physical
interpretation.

4 Quasi-Linear Prediction for Parametric Identification

Since the position of point A in the vocal folds, by equation (4), is proportional
to the discrete flow rate signal un, we assume, initially that xn = un. Then we
exclude all values of un that are negative. Then, by defining the residual error as:

en = xn+1 − 2xn + xn−1 + R (xn − xn−1)+

Axn (xn − xn−1) − B + Kxn + CΦ (xn)x2
n (15)

we can extend the linear prediction process [2], assuming that en has a zero-
mean, independent Gaussian distribution. This leads to the least-squares solu-
tion to find the best fit parameters of the model. This is the classic maximum
likelihood fit method, and this only holds if we assume that the parameters are
not themselves random variables [10].

For a non-negative speech signal of length N the system that is the solution
to the least-squares problem is:
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d (16)

where:
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The 5 × 5 system matrix is:
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and:
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The coefficients, a of the quasi-linear model, taken together with the residual
en and the initial conditions x1, x2 as a set, form a one-one representation of the
modelled data xn, and we can exactly reconstruct xn using only this informa-
tion.

In order to demonstrate the use of the parametric identification, the tech-
nique was applied to vocal fold flow rate signals estimated from speech pres-
sure recordings from the TIMIT database [11], which is recorded at a 16 bit res-
olution and 16kHz sample rate. Ten short recordings of vowels were obtained,
from one male speaker, from the database and given codenames, as described
in Table 1.

Table 1. Vowels and codenames used in this study.

Example Codename

farther /aa/
bird /er/
beat /iy/
bit /ih/
bat /ae/
bet /eh/
boot /uw/
put /uh/
pot /ao/
but /ah/

The vocal fold flow rate signals un have been estimated using inverse linear
prediction, similar to the process described in [12]. Here, the order of the linear
prediction was set at 30 and inverted to obtain, by filtering the speech pressure
signal pn, the intermediate signal vn. Then a second-order, low-pass filter was
applied to vn in order to obtain an estimate for the vocal fold flow rate signal
un. The low-pass filter has the following transfer function:

H(z) =
(1 − R)2

(1 − Rz−1)2
(20)

This filter has a magnitude response at zero frequency of H(1) = 1. The roll-
off parameter was set at R = 0.87. The filter was applied using the zero-phase
technique, i.e. applying the filter forwards over the signal, then reversing the
output, and applying the filter once again in order to cancel the phase delay of
the filter.

Next, the vocal fold signal was segmented into open and closed vocal fold
regions. This was accomplished by finding the numerical derivative of the vocal
fold flow rate estimate un and labelling those regions where the derivative is
less than 0.02. This value was chosen to optimise the automatic detection of



visually ’flat’ regions in the flow rate signal. Then un is adjusted so that un > 0
in the open regions and un < 0 in the closed regions. In this way the signal
matches the assumptions underlying the derivation of the vocal fold model.

In Figs. 6 to 15, the results of fitting the vocal fold model to each of the
vowels described in Table 1 using equation (16) are shown. The identified pa-
rameters are shown in Table 2. The initial conditions of the vocal fold model
were reset at each vocal fold opening event, thus the model is attempting to
reproduce the vocal fold signal un over each cycle. Note that to facilitate the
comparison between different vowels on the plots, only 300 samples of the sig-
nal and model output are displayed.

Table 2. Vocal fold model parameters obtained from fitting the model to the estimated
vocal fold signals un.

Codename R A B K C

/aa/ 0.0994 -0.1400 0.0072 0.0106 -0.0004
/er/ 0.1145 -0.1922 0.0060 0.0111 -0.0009
/iy/ 0.1126 -0.1657 0.0048 0.0078 -0.0007
/ih/ 0.0670 -0.0746 0.0079 0.0137 -0.0019
/ae/ 0.1159 -0.1738 0.0086 0.0139 -0.0005
/eh/ 0.1413 -0.2428 0.0078 0.0155 -0.0013
/uw/ 0.0577 -0.0711 0.0040 0.0057 -0.0005
/uh/ 0.1778 -0.3310 0.0070 0.0149 -0.0019
/ao/ 0.1023 -0.1702 0.0069 0.0125 -0.0009
/ah/ 0.0928 -0.1552 0.0075 0.0137 -0.0006
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5 Discussion and Conclusions

In general the parameters obtained from the speech signals are within one order
of magnitude of each other between different vowels, showing that the param-
eter identification is reasonably robust. However, since b = cxA

2 we can see
that since b is generally estimated to be positive, c has the wrong sign. In gen-
eral there may be better solutions if we require a positivity constraint on all
parameters except A.

The fit for vowels /aa/, /ae/ and /ah/ can be seen to be the best, and
the worst fit is for vowel /iy/. The rest show a variety of issues – generally
they overestimate the amplitude of the signal un and thus overshoot, even if
they succeed in replicating the rising slope accurately. However, for vowels
/uu/ and /uh/ the rising slope is not replicated correctly. It is likely that these
problems can be mitigated by the use of a shadowing technique such as multiple-
shooting [13] that requires not only a least-squares parameter optimisation but
that we optimise a new trajectory (not necessarily the one represented by un)
that comes close to all the values of un.

We should note that generally, due to the assumption about linear separa-
tion between the vocal folds and the vocal tract, the fitted parameters for the
vocal fold model should be independent of the particular vowel. With such a
small number recordings we cannot see this from the results obtained so far.
Future work would apply the fit to many different vowels and speakers and
seek any clustering in parameter space that can be attributed to different styles
of use of the vocal fold and lung muscles during speech.
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