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ABSTRACT

The performances of speech recognizers drop substantially
when there is a mismatch between training and testing conditions.
Approaches based on a channel model generally assume that the
training data is noise-free, and the test data is noisy. In practice,
this assumption is seldom correct. In this paper, we propose an
iterative algorithm to compensate for noise in both the training
and test data. The adopted approach compensates the speech
model parameters using the noise present in the test data, and
compensates the test data frames using the noise present in the
training data. No assumptions are made about the types of noises
present in both the training and test data. They are assumed to
not have been recorded under the same conditions, and are likely
to come from different and unknown microphones and acoustic
environments. The effectiveness of such a compensationscheme
has been assessed on the MASK task using a continuous density
HMM-based speech recognizer. In this work we outline the
compensation technique for treating noises in both the training
and test data. We then provide experimental results using this
method, as well as using MLLR adaptation to compensate for
the residual mismatch. :

INTRODUCTION

It is well known that the performances of speech recog-
nition systems degrade rapidly as the mismatch between
the training and test conditions increases. The goal of
noise compensation is to minimize the effects of such a
mismatch, so as to obtain a recognition accuracy as close
as possible to that obtained under matched conditions.
Approaches based on a channel model generally assume
that the training data is noise-free, and the test data is
noisy[1, 3, 4, 7, 10]. In practice, this assumption is rarely
correct. In this paper, we investigate an iterative procedure
to compensate for noise both in the training data and in the
test data. The training and test noises are expected to be
of different natures with different levels. The data are also
assumed to not have been recorded under the same condi-
tions, and are likely to come from different and unknown
microphones and acoustic environments.

Our technique has been assessed using the LIMSI rec-
ognizer, based on continuous density HMM [6]. Allexper-
iments were carried out on the MASK[8] corpus of spon-
taneous speech. This technique was shown to be effective
in presence of stationary noise in the training data [2]. In
this paper we show that our technique still gives good per-
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formance with non stationary noise added to the training
data.

CHANNEL MODEL AND COMPENSATION
PROCESS

If we assume that the training data and the test data are
noisy, and that the recording channel can be represented
by a linear filter, then the training and test signals can
reasonably be modeled as follows:

y1(2) = h1(t) * (s(t) + n1(t)) for training data
%2(t) = ha() * (s(t) + na(t)) for test data

where s(t) is the hypothetical noise-free signal, n;(t) and
h(t) represent respectively the additive and convolutional
noise in the training data, n,(t) and h,(¢) represent respec-
tively the additive and convolutional noise in the test data.

The adopted approach compensates the speech model
parameters using the noise present in the test data, and
compensates the test data frames using the noise present
in the training data. Since no prior knowledge of either
the channel type or the background noise characteristics is
available, model compensation has to be performed using
only the test data in an unsupervised mode. The com-
pensated models are obtained by adapting models trained
on y;. This can be done using a parallel model combina-
tion (PMC) technique[3, 4] which approximates a noisy
speech model by combining a speech model (trained on
1) with a noise model (generally Gaussian trained on a
sample of n3). Various PMC techniques have been pro-
posed, including log-normal approximation[3], numerical
integration{4], and data driven approaches[5, 7). For this
work we have chosen to use a data-driven approach(7],
where the approximations needed for model combina-
tion are avoided by directly using the original training
speech samples instead of generating speech samples from
a speech model[S]. With a proper organization of the data,
the combination process can be performed as fast as PMC
using the log-normal approximation. However, it should
be noted that the two compensation algorithms described
in this paper do not rely on this particular combination
scheme, and can be applied in conjunction with any (or
any mixture) of the various PMC techniques (subsequently
with various degrees of approximation).

Our technique consists of combining the test noise with
the training data frames y; and the mean of training noise

207



with the test data frames y,. For this combination we need
an estimate of 2y *xn, (test noise) and an estimate of hy *7i;
(the mean of training noise), but only frames representing
ha * ny and hy * 71y are available. To obtain these, we
estimate the filter h5' * hy which is applied to h; * ny
frames to get an estimate of A; * n5. In the same manner,
the estimated filter A} 1+ hy is applied to the training noise
frames hq *T; to get an estimate of h * ;. The estimated
filters A7 + hy and h3 ! + h, are obtained iteratively using
the following algorithm based on the channel model:

Test & Training Noise Estimation :

Combination is done in the spectral domain

All other calculations are made in the cepstral domain
1. Calculate hy * %1, the mean of by * ny

2. Ay = hy * 7y, first estimate of hy * 7}

3. fiy = hjy * na, first estimate of h; * n2

4. Combine y; with 7, to get an estimate, M1, of the
cepsttum meanof k; * (s + 1y + na)

5. Combine yz with 7, to get an estimate, M, of the
cepstrum meanof k; * (s + 1y + n2)

6. Estimate hi™ + hy in the cepstral domain as:

H = Mz - M
7. Use filter A to get new estimates of ks * 7 and ky * na:
7] = ko hix®

A=k xhyxny
loop back to 4 until convergence

We have observed that in practice about 5 iterations
are needed to properly estimate h; * ny and hy * 7.
The estimated test noise is then combined in the spec-
tral domain with y; to obtain the modified training data
hi * (s + ny + ny). In the same manner, the esti-
mated mean of training noise cepstrum is combined in
the spectral domain with y, to obtain the modified test
data hy * (s + 7 + ny). Normalization with respect to
the convolutional component k is done by subtracting the
cepstrum mean from the modified training and test data
frames. The new acoustic models are built using the the
modified training data. The combination process is car-
ried out for each utterance in the training data. This data
driven approach enables straightforward calculation of the
derivative parameters. For a given training frame gener-
ated by a certain state, belonging to a Gaussian in this state
is determined by choosing the Gaussian with the highest
posterior probability. To simplify the combination, this
association between the training frames and Gaussians is
determined before compensation and is assumed to remain
unchanged by the combination process, even though this
is not required by the approach. When all utterances have
been treated, the accumulated statistics associated with a
Gaussian are used to reestimate its mean vector and co-
variance matrix.

A sample of the test noise ny * h; is needed for the com-
pensation process. Our experiments used a 4s background
noise sample for each speaker session. In a real-world
application this test noise sample could be obtained by
recording the background noise inbetween speaker ses-
sions. To be more effective, a recognizer using the models
adapted with the initial noise sample is used to detect the
silence segments in the test utterances. These silence seg-
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ments are then used during compensation.

EXPERIMENTAL RESULTS

Evaluation conditions

To evaluate the previously described compensation
schemes, we used 22,148 utterances from the MASK
corpus|8] from 460 speakers. The data from 450 speakers
were used for training and data from 10 speakers were
reserved for test. The data was collected using two micro-
phone channels, a close-talking microphone (S,, SNR =~
35dB) and tabletop PCC microphone (S;, SNR =~ 204B).
The speech signal is bandlimited to 8kHz and sampled at
16 kHz. Users interacting with the MASK kiosk can ask the
system about train travel information, such as timetables,
tickets and reservations for train travel among 500 cities
inFrance[?]. The speaker-independent, continuous speech
recognizer is capable of recognizing spontaneous speech,
and runs in real-time with recognition vocabulary of 1500
words and a bigram language model. Such a system could
be placed in a variety of different locations, having dif-
ferent acoustic environments, whose characteristics may
vary at different times of the day. Successful deployment
of such systems requires training acoustic models with
field training data, ie., data collected from real users in-
teracting with the system. This data can be expected to
be quite noisy and variable compared to typical laboratory
data.

The feature vector is composed of 13 MFCC cep-
strum coefficients and their first and second derivatives,
estimated every 10ms. Cepstral mean removal is per-
formed for each sentence. 608 gender-independent,
context-dependent phones (including silence) are mod-
eled. Each context-dependent phone model is a left-to-
right, CDHMM with Gaussian mixture observation densi-
ties (typically 20 components).

We have carried out two sets of experiments: Experi-
ments I which makes use of stationary noise in training
data, and Experiments IT, which makes use of a non sta-
tionary noise. The test data noise is the same for the
two sets of experiments, For all experiments the acous-
tic models were trained on the signal S,. To simulate
different SNRs for the training data, the Lynx noise (Ex-
periments I) and Voice babble noise (Experiments II)
on the NOISEX-92 database[11] were added to S, at dif-
ferent levels. Three SNR values were used for training:
35dB, 20dB and 12dB. Noise recorded in a Parisian train
station was added to S; to form the test signal with three
different SNRs: 20dB, 12dB and 9dB. The first row in
each table uses the clean signal, S, for the test. Experi-
ments were carried out with no compensation, test noise
compensation, test & train noise compensation and test &
train noise compensation + unsupervised MLLR.

Results of Experiments I

Table 1 shows the results without noise compensation.
Each entry in Table 2 contains two values: the first corre-
sponds to test noise compensation and the second to test
& train noise compensation. In Table 3 results are given
with test & train noise compensation followed by unsuper-
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vised MLLR adadptation. Compensating for the noise in
test and training data is shown to always be advantageous,
even with relatively high SNRs (compare Table 1 and 2).
When there is no noise in the test or training data, com-
pensation for the test and training noises does not disturb
the system. Table 1 shows that the performance degrades
substantially when the system is trained on noisy data and
tested on clean data, or inversely, by training on clean data
and testing on noisy data.

Comparing the two values for each entry in Table 2,
there is an improvement by compensating for the noise
in the training data, especially when the test data is rela-
tively clean. Training on S; with a 12dB SNR and testing
on Sp with a 20dB SNR, compensating only for the test
noise decreases the word error rate by 23% (relative to no
compensation), whereas compensation for both test and
training noises decreases the word error by over 50%.

As is expected, when the test data is clean, test noise
compensation did not increase the system performance
when training on noisy data [2]. However, compensation
for both test and training noises (see Table 2) leads to
significantly reduced word error rates. Table 2 also shows
that we are better able to compensate for training noise
when the test data is clean (top row, second values) than for
the test noise when the training data is clean (first column,
first values). Training on S, with and SNR of 20dB or
12dB, and testing on S, with SNR=35dB, the resulting
word error rates are 6.4% and 6.5% respectively, which
are comparable to the error rates obtained under matched
conditions (S, with SNR=35dB). Training on S, with an
SNR of 35dB and testing on Sj with 20dB SNR, leads to
a word error rate of 10.5%, with test noise compensation.

Results of Experiments II

Tables 4 and 6 respectively show the results with no
compensation and with test & train noise compensation
followed by unsupervised MLLR adadptation. Each entry
in Table 5 contains 2 values, the first one corresponding to
test noise compensation and the second one to test & train
noise compensation. In these experiments a non stationary
noise has been added to the training data.

As in Experiments I, Table 5 shows that we are better
able to compensate for training noise when the test data
is clean (top row, second values) than for the test noise
when the training data is clean (first column, first values).
Training on S; with SNR of 20dB, and testing on S, with
SNR=35dB, the resulting word error rate is 6.5% which
is comparable to the error rate obtained under matched
conditions (S; with SNR=35dB). Training on S, with an
SNR of 35dB and testing on S; with 20dB SNR, leads to
a word error rate of 9.0%. Compensation for both test and
training noises leads to significantly reduced word error
rates.
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Table 1: No compensation

Test Training Condition
Condition || SNR=35dB | SNR=20dB | SNR=12dB
S, with
SNR=35B 5.9% 11.1% 35.2%
sgﬁj’z’g’d}; 12.0% 148% 22.8%
Sy with
SNR=12dB 278% 25.7% 24.9%
Sy with
SNRO4B 515% 49.1% 41.5%
Table 2: Train&test noise compensation
Test Training Condition
Condition || SNR=35dB | SNR=20dB | SNR=12dB
S, with 11.1%
SNRe35B || 59%/59% Jean | 350%/65%
S, with 10.5% 11.0% 17.4%
SNR=20dB [99% /104% /104%
S, with 12.7%
SNR=12dB 10.9%/109% 11.9%/112% /11.5%
Sy with 15.5%
SNRwOAB 135%/133%' /1409 | 169%/150%
Table 3: Train&test noise compensation + unsupervised MLLR
Test Training Condition
Condition || SNR=35dB | SNR=20dB | SNR=12dB
Sy with
SNR=9AB 127% 13.9% 14.1%

Experiments I: In these experiments the Lynx noise has
been added to the training noise. Table 1 shows resuits for the
no compensation condition. The first value for each entry in
Table 2 corresponds to test noise compensation and the second
to test & train noise compensation. In Table 3 the results are for
test & train noise compensation followed by unsupervised MLLR
adadptation. The columns vary the SNRs of the training data,
the rows vary the SNRs of the test data. Training was carried
out using the same channel (S,;) for all SNR values. For the test
data, the first row uses the channel (S;) and the remaining rows
use channel (S»).

Unsupervised adaptation with MLLR

After compensation based on a channel model, unsu-
pervised adaptation based on the Maximum Likelihood
Linear Regression technique (MLLR)[9] can be carried
out to compensate for the residual mismatch between the
training and test data not represented by the channel model,
such as inter-speaker variability. A single regression ma-
trix (43 x 42) has been used to transform the Gaussian
means of the models.

In Experiments I, this technique was used in the fol-
lowing configurations: for the test data, the channel S}
with SNR=9dB was used; for the training data, the chan-
nel S, with SNRs of 35dB, 20dB and 12dB were used. An
additional 7% reduction in the word error rate is obtained
using transcription mode MLLR adaptation as shown in
Table 3. In Experiments I, this technique was tried for all
SNR pairs in the training and test data. The contribution
of unsupervised MLLR is seen to be more effective than in
Experiments I when the training data is noisy (12dB) and
the test data is relatively noisy (20dB, 12dB, and 9dB re-
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spectively), providing an additional reduction in the word
error of 10%, 21% and 28% respectively.

Table 4: No compensation

Test Training Condition
Condition || SNR=35dB | SNR=20dB | SNR=12dB
Sa with
SNRe35dB 5.9% 10.7% 32.0%
Sp with
SNR=20dB 12.0% 10.7% 16.9%
Sy with
SNR=12dB 27.8% 20.0% 21.8%
Sy with
SNR=OB 51.5% 40.0% 35.0%
Table 5: Train&test noise compensation
Test Training Condition
Condition || SNR=35dB | SNR=20dB | SNR=12dB
Sa with 12.9% 23.3%
sNR=35dB || 52%/58% | /650 /10.8%
Sy with
SNRe20dB || 90%/93% | 103%/95% | 168%/ 121%
Sp with
sare12ap || 117%/ 114% 11.7%/ 10.6% 17.79%/14.0%
Sy with
SNReoqp || 142%/ 14.6%| 14.2%/ 13.4%' 17.5%/ 189%
Table 6: Train&test noise compensation + unsupervised MLLR
Test Training Condition
Condition || SNR=35dB | SNR=20dB | SNR=12dB
S, with -
SNR=35dB 5.4% 6.1% 10.6%
Sp with
SNR=20dB 8.8% 9.1% 10.8%
Sy with
SNR=12dB 10.1% 10.7% 11.0%
Sy with
SNRSdB 132% 12.9% 13.5%
Experiments II:

In these experiments the Voice babble noise has been added
to the training data. Table 4 shows results for no compensa-
tion. Each entry in Table 5 contains two values, corresponding
respectively to rest noise compensation and test & train noise
compensation. The results in Table 6 correspond to fest & train
noise compensation followed by unsupervised MLLR adadpta-
tion. The columns vary the SNRs of the training data, the rows
vary the SNRs of the test data. Training was catried out using the
same channel (S, ) for all SNR values. For the test data, the first
row uses the channel (S,) and the remaining rows use channel
(Sv).

CONCLUSION

In this paper we have described a compensation tech-
nique which takes into account noises in both the training
and test data. The training and test data are assumed to be
recorded with different microphones in a variety of back-
ground noise conditions. Environmental adaptation based
on the channel model y = (s + n) * A for the training
and test data was demonstrated to significantly reduce the
word error rates compared to no compensation or to com-
pensation only for noise in the test data. This is the case
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for both stationary and non stationary noises in the training
data.

The gain obtained by compensating the training noise is
particularly important when the test data is clean. When
testing on S,; with an SNR of 35dB and trainingon S, with
12dB and 20dB SNR, compensating for the training and
test noises decreases the word error rate by 80% and 40%,
respectively for Experiment I and by 54% and 50%, re-
spectively for Experiment II, compared to compensating
only for the test noise.

Compensating for both test and training noises was
found to always be fruitful, and did not lead to degra-
dation with noise-free data. After compensation for the
test and training noises, MLLR adaptation was found to
compensate for the residual mismatch between the train-
ing and test data. The contribution of the unsupervised
MLLR is especially important when the training noise is
non stationary with relatively high level (SNR=12dB) and
the test data quite noisy (SNR=9dB).
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