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ABSTRACT

This paper investigates the problem of automatic segmenta-
tion of speech recorded in noisy channel corrupted environ-
ments. Several speech enhancement and channel compensa-
tion techniques previously proposed for robust speech recog-
nition are evaluated and compared for improved segmenta-
tion in colored noise. Speech enhancement algorithms con-
sidered include: Generalized Spectral Subtraction, Nonlinear
Spectral Subtraction, Ephraim-Malah MMSE enhancement,
and AutoLSP Constrained Iterative Wiener filtering. In ad-
dition, the coupling of front-end processing such as cepstral
mean subtraction in tandem with speech enhancement meth-
ods is considered for noisy channel compensation. Compen-
sation performance is assessed for each method using auto-
matic segmentation of the telephone transmitted NTIMIT
and cellular telephone transmitted CTIMIT databases.

1. INTRODUCTION

Segmentation and labeling of speech is both a time-
consuming and tedious problem. Often, the exact position
of phoneme boundaries are disputed even by expert pho-
neticians. As a result, automated procedures for segmenting
speech have been proposed in order to improve the efficiency
and accuracy of speech database collection [1, 2]. In recent
years there has been wide interest in investigating meth-
ods for environmental and channel robustness for improved
speech recognition. Such progress has produced the need for
new development and validation databases collected in tele-
phone, cellular, or noisy environments. Unfortunately, many
segmentation systems have been formulated to align speech
recorded in ideal clean conditions, and comsequently, have
reduced performance in a mismatched environment. In this
paper, we present an HMM-based speech time-alignment sys-
tem. The initial segmentation system is then used to investi-
gate the impact of speech enhancement and channel compen-
sation methods for improving automatic labeling accuracy in
a variety of non-ideal recording environments. Specifically,
we consider additive noise conditions such as aircraft cock-
pit and automobile highway noise in addition to telephone
recording environments. For the latter, segmentation accu-
racy is examined using the NTIMIT and CTIMIT databases
for a combination of front-end processing schemes including
cepstral mean subtraction, speech enhancement, and model
training using a wireline channel simulator.
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2. SPEECH SEGMENTATION ALGORITHM

The speech segmentation system used in this study is based
on continuous density hidden Markov models (HMMs). In
the baseline system, 46 phoneme units are modeled using 5-
state left-to-right HMMs. For each state, 16 mixture den-
sities are used to characterize the observation probability
density. During segmentation, the speech waveform is pa-
rameterized by a vector comsisting of 12 mel-cepstral, 12
delta mel-cepstral, and normalized log-frame energy. The
parameter sequence is extracted every 5 msec around a 23
msec frame window. Given a sequence of phonemes to align,
a composite HMM is constructed by concatenation of unit
phoneme models. The state sequence through the compos-
ite model is then determined using the Viterbi algorithm.
Phoneme boundaries are noted for each transition from the
proceeding unit HMM to that of the succeeding unit HMM
along the maximum likelihood state path.

In addition to phoneme-based segmentation, we have in-
tegrated the CMU Pronouncing Dictionary with the align-
ment tool in order to obtain phoneme transcriptions from
word-level transcriptions. This dictionary contains phonetic
transcriptions of over 115,000 common American English
words. In the case of word-based alignment, the phonetic
spelling of each word is determined using a dictionary lookup.
Additionally, we have implemented a word-juncture model-
ing [3] routine in order to obtain more accurate phonetic
sequences from word-level transcriptions. For example the
phrase “what time” could be transcribed as /w ah t ay m/
rather than /w ah t t ay m/. The resulting phoneme se-
quence is then used to construct the composite HMM. When
multiple word pronunciations are encountered, all possible
phonetic sequences are scored in order to determine the most
probable state sequence (i.e., time-alignment) and pronunci-
ation for the input utterance.

In developing this system, we experimented with us-
ing 3 and 5-state HMMs in addition to gender dependent
HMMs. It was found that a 5-state HMM configuration out-
performed that of 3-state models and that gender depen-
dent HMMs further improved segmentation accuracy over
gender-independent models. The model parameters were es-
timated using speech data from the training portion of an
8 kHz sampled version of the TIMIT database. The algo-
rithm was tested by forced alignment of speech contained in
the core test set of the TIMIT database. The results of the
antomatic segmentation for this ideal clean environment are
given in Table 1. Here we see that 80.3 % of the automat-
ically segmented boundaries were placed within 15 msec of
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the actual hand-labeled location. These results are compara-
ble to those reported using Entropic’s Aligner on the 16 kHz
sampled TIMIT database (7T1% < 16 msec, 90% < 32 msec,
97% < 64 msec). We will refer to this segmentation system
as the Duke University Speech Time-Aligner.

BoUNDARY MISALIGNMENT (msec)
<5 <10 <15 <30 <60
479% [ 69.9% [ 803 % [ 92.6% | 984 %

Table 1: Segmentation accuracy of the Duke University
Speech Time-Aligner for (8 kHz) TIMIT database.

3. ADDITIVE NOISE COMPENSATION

Many proposed speech enhancement algorithms have been
shown to improve speech quality or speech recognition ac-
curacy in additive noise environments. Enhancement algo-
rithms have received little investigation, however, for tasks
such as automatic speech segmentation. In general, most
methods rely on smoothed estimates of speech and noise
characteristics. Since smoothing may reduce the discrim-
inability of phoneme boundaries, algorithms which improve
noisy speech recognition may not equally improve segmen-
tation performance in similar noisy environments. In this
section we review 4 enhancement methods and subsequently
compare each algorithm for noisy speech segmentation.

3.1 Generalized Spectral Subtraction (GSS)

In Spectral Subtraction enhancement, an estimate of the
clean speech power spectrum, |X(w)[?, is obtained by sub-
tracting an estimate of the noise power spectrum, |N(w)f?,
from the observed noisy speech power spectrum, [Y(w)|*.
Generalized Spectral Subtraction (GSS) [4] extends this idea
by performing the subtraction in a parametric domain ob-
tained by raising the spectrum to an arbitrary power, v. For
the i** degraded speech frame, let

Di(w) = [%(w)[*" — (SN R:) - [N (w)[>

where a(SNR;) represents a SNR-dependent noise over-
estimation factor. Using this definition, the GSS estimator

is given by,
Di(w)|”

Kl = { B ()

where 3 represents a noise flooring factor (0 < # < 1). The
incorporation of the noise flooring factor into the rectification
operation reduces musical tone artifacts which are present in
linear spectral subtraction enhanced speech.

Di(w)7 > BN (w)[?

otherwise

3.2 Nonlinear Spectral Subtraction (NSS)

The Nonlinear Spectral Subtraction (NSS) [5] algorithm
takes into account frequency-dependent SNR. Using a non-
linear subtractor, the subtraction factor is reduced for spec-
tral components of high SNR and increased for spectral com-
ponents of low SNR. In addition, the noise model is extended
by utilizing both an averaged noise spectrum and an over-
estimated mnoise spectrum. The NSS enhancement can be
expressed in terms of a filtering operation,

1Xi(w)] = Hi(w) - |Yi(w)},
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where Hi{w) depends on a smoothed estimate of the noisy
speech magnitude spectrum, |Y;(w)|, and nonlinear subtrac-
tion term, ®;(w),

[¥iw)| = Bi(w)

B =50

The subtraction term, ®;i(w), is given by,

max_ (IN-())

i-M<T<
14 ypi(w)

[¥i ()]
|Fi(@)]

®i(w) = with  p;(w) =

where v is a constant scaling factor dependent on the range
of p:(w). Note that for practical purposes, the dynamic range
of ®;(w} is limited to 1 to 3 times the smoothed noise magni-

tude estimate (i.e., | N;(w)] < ®:(w) < 3|Ni(w)|). Like GSS,
spectral flooring is performed during enhancement.

3.3 Ephraim-Malah MMSE Algorithm

Ephraim and Malah [6] proposed a minimum mean square
error (MMSE) estimator for the short-time spectral ampli-
tude component of speech in noise. Here, the speech and
noise spectral components are modeled as Gaussian random
variables. The algorithm estimates the k** spectral magni-
tude component using a filter of the form,

o = () ()t
oo n (2) 4o (2)]

where Io(-) and I;(-) represent modified Bessel functions of
the zero and first order. Furthermore, vx is given by,

&k
14+ &k

Vi = Y&

where £x and +x represent the a priori and a posterior:
signal-to-noise ratios for the k™ spectral component. Dur-
ing enhancement processing, a “decision-directed” estimator
is used to obtain estimates of £x using knowledge of previ-
ously enhanced spectral components.

3.4 Constrained Iterative Wiener Filter (AutoLSP)

The Constrained Iterative Wiener Filter (AutoLSP) ap-
proach [7] is based upon a two-step maximum a posteri-
ori (MAP) estimation of the all-pole speech parameters and
noise-free speech. In the first step, a MAP estimation of the
clean speech is obtained from the noisy input speech (via
Wiener filtering). In the second step, MAP estimation is used
to produce the all-pole model parameters given the previous
speech estimate. In between MAP estimation steps, spec-
tral constraints are applied in order to (i) ensure stability of
the all-pole model, (ii) to ensure that it possesses speech-like
characteristics, and (iii) to provide frame-to-frame continu-
ity in vocal tract characteristics. Inter-frame constraints are
applied to the Line Spectrum Pair (LSP) parameters while
intra-frame constraints are applied across iterations to the
autocorrelation lag sequence.
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4. ADDITIVE NOISE EXPERIMENTS

4.1 Experimental Procedure

Five additive noise environments ranging from highly col-
ored to wideband distortion were considered. These noises
include: aircraft cockpit noise (recorded from the cockpit
of 2 C130 transport plane), helicopter fly-by noise, auto-
mobile highway noise (recorded in a moving car traveling
95 km/hour), Sun 4/330 workstation cooling fan noise, and
white Gaussian noise. Utterances in the core test set of the
TIMIT database (1344 sentences = 46,000 phoneme bound-
aries) were corrupted by each noise condition at a level of
10 dB SNR. Waveforms were then aligned with phoneme se-
quences provided by the TIMIT database. In addition to 4
front-end speech enhancement methods, we also considered
the case of HMM models trained with and without cepstral
mean subtracted (CMS) parameters. Here, CMS was imple-
mented by subtracting the long-term mean (estimated over
the entire utterance) from each mel-cepstral parameter.

It is noteworthy to point out that no rigorous attempt was
made to optimize algorithm parameter settings in each noisy
environment. Instead, reasonable parameter settings were
determined through informal experimentation. Certainly al-
gorithms such as NSS and AutoLSP can be optimized for
known environments by appropriate choice of nonlinear sub-
tractor, parameter settings, or terminating iteration count.

4.2 Experimental Results

Evaluation results are shown in Table 2. Here, percent of au-
tomatically labeled boundaries within a fixed misalignment
distance from the actual hand-labeled location is shown.
Without compensation (a) a dramatic reduction in segmenta-
tion performance is observed (compare with results in Table
1). When models are trained with cepstral mean subtracted
parameters (b), segmentation performance improves for all
noisy conditions with greatest improvement for white Gaus-
slan noise.

Front-end enhancement processing methods (see descrip-
tions in Table 2 for cases c,d,e,f) were also found to reduce
segmentation errors. In general, GSS and NSS provide very
similar segmentation improvements. This is not surprising
since the NSS algorithm subtracts a variable amount of noise
from a smoothed estimate of the speech spectrum during pro-
cessing. Consequently, the improvements in noise modeling
offered by NSS may be outweighed by the smoothing per-
formed on the speech spectrum. In general, however, we see
that NSS provides slightly better segmentation performance
over the Ephraim-Malah approach in that fewer boundaries
are placed outside of the 60 msec interval. Finally, the
AutoLSP constrained iterative Wiener filtering approach was
found to provide the best overall segmentation performance,
although the improvements may be considered only minor in
light of the increased computational complexity of the en-
hancement approach (i.e., iterative Wiener filtering requires
roughly an order of magnitude more processing than sub-
traction based schemes). Still, there is room for considerable
improvement considering the segmentation performance in
the matched training/testing environment.
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COMPARISON OF SPEECH ENHANCEMENT ALGORITHMS
FOR IMPROVED AUTOMATIC SEGMENTATION IN NOISE

BOUNDARY MISALIGNMENT (msec)
<5 <10 <15 < 30 < 60
AIRCRAFT CockPIT NoIsE (10 dB SNR)
a 40.4 % 59.0 % 68.7 % 825 % 92.3 %
b 42.8 % 62.7 % 72.6 % 86.0 % 94.5 %
c |l 440% | 64.7% | 747 % | 878 % | 958 %
d 43.2 % 64.6 % 75.4 % 89.1 % 96.7 %
e 433 % 64.6 % 75.5 % 89.0 % 96.5 %
f 43.6 % 65.0 % 75.5 % 89.1 % 96.5 %
g || 461 % | 66.9% | 71.3% | 90.6 % | 97.4 %
HevicopTER FLY-BY NOISE (10 dB SNR)
a 34.8 % 51.7 % 61.3 % 75.8 % 87.4 %
b 37.7 % 56.6 % 67.3 % 82.3 % 92.2 %
c 39.6 % 59.3 % 70.0 % 849 % 93.9 %
d 394 % 59.0 % 70.0 % 85.2 % 94.3 %
e 39.9 % 59.6 % 70.5 % 85.4 % 94.3 %
f 39.9 % 59.8 % 70.9 % 86.1 % 95.0 %
g || 437% | 644 % | 75.2% | 89.2% | 96.9%
AuTOMOBILE HIGHWAY NOISE (10 dB SNR)
a 39.8 % 58.4 % 68.5% 82.7 % 92.5 %
bl 411% | 61.9% | 72.7% | 86.9% | 95.2 %
c 42.3 % 63.6 % 74.5% 88.4 % 96.0 %
d 417 % 62.7 % 74.2% 88.4 % 96.1 %
e || 415% | 62.7% | 741% | 884 % | 96.0 %
{ 43.2 % 64.8 % 76.1% 89.9 % 97.0 %
g 46.3 % 67.3 % 78.0% 914 % 97.9 %
SuN 4/330 CooLING FaN Noise (10 dB SNR)
a 32.7 % 48.1 % 57.0 % 70.3 % 824 %
b 33.6 % 50.3 % 59.8 % 73.8 % 85.6 %
c 36.2 % 54.3 % 64.3 % 78.3 % 89.1 %
d 393 % 58.6 % 69.2 % 83.5 % 93.2 %
e 385 % 57.8 % 68.4 % 83.1 % 92.8 %
f 394 % 58.7 % 69.6 % 83.9 % 93.3 %
g || 441% | 651 % | 76.0% | 898 % | 97.0 %
WHITE GAUssIAN NoISE (10 dB SNR)
a 294 % 43.5 % 51.6 % 64.9 % 77.0 %
b 35.6 % 52.2 % 61.2 % 75.1 % 86.4 %
c |l 385% | 55.7% | 64.9% | 786 % | 89.0 %
d 39.3 % 57.8 % 67.8 % 82.2 % 92.3 %
e 38.9% 571 % 67.2 % 81.5 % 91.6 %
f 394 % 58.1 % 68.4 % 83.0 % 92.6 %
g 43.7 % 62.8 % 72.9 % 86.7 % 95.6 %
Table 2: Speech segmentation accuracy for additive noise

environments for (a) no compensation, (b) Cepstral Mean
Subtraction (CMS), (¢) CMS and Ephraim-Malah MMSE
enhancement, (d) CMS and Generalized Spectral Subtrac-
tion, (¢) CMS and Nonlinear Spectral Subtraction, (f) CMS
and AutoLSP Constrained Iterative Wiener filter, (g) models
retrained in noisy environment.
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5. TELEPHONE CHANNEL COMPENSATION

5.1 Experimental Procedure

An investigation of speech segmentation performance in
noisy telephone channel environments was also conducted.
The NTIMIT [8] database (TIMIT transmitted over tele-
phone channels) and CTIMIT [9] database (TIMIT transmit-
ted over cellular channels) were used for evaluation. Segmen-
tation performance was considered for several front-end pro-
cessing scenarios including: no compensation, cepstral mean
subtraction, CMS + GSS or AutoLSP enhancement, CMS +
AutoLSP with models trained via a wireline simulator. For
the latter case, TIMIT training speech was passed through a
wireline channel simulator [10] in order to simulate telephone
channel degradations. In particular, we used the Continental
United States mid-quality voice (CMV) channel. Addition-
ally, we compared results obtained by retraining the models
in the matched environment. For each experiment, HMM
models were trained using mel-scale filter banks spanning
the telephone bandwidth of 300 to 3306 Hz. Segmentation
performance was determined as described in Section 4.1.

5.2 Experimental Results

Results for telephone based speech segmentation are shown
in Table 3. For both NTIMIT and CTIMIT databases, cep-
stral mean subtraction was found to provide the greatest
single improvement in segmentation performance. Second,
we note that AutoLSP provides additional performance over
CMS for both CTIMIT and NTIMIT speech. This improve-
ment is more significant for CTIMIT since audible back-
ground noise distortions can be heard more frequently on
the CTIMIT database compared with the NTIMIT database.
Finally, the use of models trained by passing clean TIMIT
speech through a wireline channel simulator was also found
to be beneficial. Note, however, that this does not take into
account distortions introduced by handset variabilities.

6. CONCLUSIONS

In this paper we have compared several previously proposed
speech enhancement algorithms for application to automatic
segmentation of speech recorded in non-ideal environments.
Although, these algorithms have been shown to provide im-
proved speech quality and speech recognition performance
for noisy environments, many methods rely on smoothed
estimates of the noise or speech characteristics during en-
hancement processing. Consequently, algorithms which im-
prove speech recognition performance may not equally im-
prove noisy speech segmentation. Overall, we found that
the AutoLSP Constrained Iterative Enhancement algorithm
provided the greatest improvement in additive noise. How-
ever, there is still considerable mismatch between segmenta-
tion accuracy in matched environments. For telephone based
speech segmentation, cepstral mean subtraction was found to
significantly improve segmentation performance. Additional
incorporation of front-end enhancement and retraining mod-
els using a wireline simulator was also found to provide im-
proved robustness to telephone channel degradations.
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BOUNDARY MISALIGNMENT (MSEC)
<5 <10 <15 <30 < 60
NTIMIT TELEPHONE DATABASE
a 25.1 % 40.3 % 50.0 % 62.9 % 72.8 %
b 321 % 52.4 % 65.5 % 81.2 % 90.9 %
C 32.5 % 52.7 % 65.7 % 81.7 % 91.3 %
dill 3356% | 544% | 675% | 83.0% | 92.3%
e 32.3 % 54.3 % 68.6 % 85.3 % 94.3 %
f 41.4 % 63.8 % 75.9 % 90.3 % 97.4 %
CTIMIT CeLLULAR TELEPHONE DATABASE
a 17.7 % 26.0 % 311 % 39.6 % 46.6 %
b 29.9 % 45.6 % 54.5 % 68.7 % 79.8 %
c 31.2% | 469 % 56.5 % .7 % 82.6 %
d 31.5 % 47.9 % 57.4 % 72.5 % 83.4 %
e 314 % | 476 % 57.4 % 72.6 % 83.6 %
i 34.5 % 52.5 % 63.7 % 80.0 % 90.8 %
Table 3: Comparison of front-end processing schemes for

segmentation of telephone and cellular telephone speech.
Methods shown include (a) no compensation, (b) CMS, (c)
CMS + GSS, (d) CMS + AutoLSP, (e} Wireline simulator
models + CMS + AutoLSP, (f) matched environment.
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